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PART II - A 
Notifications relating to Minor Administrations 


OFFICER ON SPECIAL DUTY WITH THE JUDICIAL 

COMMISSIONER HIMACHAL PRADESH 


CIVIL SUPPLIES DEPARTMENT, 

AJMER -MERWARA , AJMER 


NOTIFICATION 

ORDER 
Simia , the 11th November 1948 

Datod Ajmer, the 11th November, 1948 . 
No. J 1-49|48. — In exercise of the powers conferred 
by paragraph 25 of the Himachal Pradesh (Courts ) No. CYO 4707 . - Applications for E Class licences as 
order , 1948 , the Judiial Comiinissioner is pleased to defined in clause 4 ( V ) of the Ajmer -Merwara Cotton 
authorise all Senior Suburdinate Judges to take cogniz 

Cloth and Yarn Trade Licensing Order , 1948 are hereby 
ance of, and any District Judge to transfer to a Snior 
Subordinate Judge under his control, any proceedings 

dce under his control. any proceedings exempted from the operation of clause 5 under clause 23 
or any class of proceedings specified under : 

of the aforesaid order fixing 13th October , 1948 as the last 
( a ) the Indian Succession Art . 1925 (XXXIX of Wate for the submiss on of applications for such licences . 
1925 ) ; 

This order shall remain in force till the 30th November , 
(b ) the Guardians and Wards Act, 1890 ( VII of 1948 inclusive . 

1890 ) ; 
( c ) tho Provincial Insolvency Act, 1920 (V of 

By order, 
1920 ) 

ILLEGIBLE , 
2 . The District Judge may withdraw and such pro 
cecdings taken cognizance of by , or transferred to , a sub 

Secretary to the Chief Commissioner, 
ordinate judge under his control, and may cither himself 

Ajmer-Merwara , Ajmer. 
dispose of them or transfer them to a court under his 
control competent to dispose of them . 

DEPUTY COMMISSIONER , AJMER -MERWARA 
3. Proceedings taken cognizance of by, or transferred 
to , a Senior Subordinate Junge under this paragraph 
sha l be disposed of by him , subject to the rules appli 
cable to like proceedings in the court of the District Statement showing the current rates of Agricultural 
Judge. 

wages during the fortnight ending 15th October , 1918 , 
By order , 

Cash pages per day . 
D . N . JOSHI, 
Officer on Special Duty with the 

Ajmer Beawar 

Kekri 
Judicial Commission " , Type of Labour Sub - Divlalon . Sub 

Sub - Divwlon . 
Himachal Pradesh , Sunla . 

Divlajon . 


ORDERS BY THE CHIEF COMMISSIONER, AJMER 

Rs. A . P. Rj, A . P . Rs A , P. Rs. A . P . Rs, A . P . 
MERWARA 

I. Field Labox . 
rers. 

(a ) Men . . li 0 0 to 1 4 0 1 8 0 1 4 0 to 1 8 0 

(0 ) Womon . . i 0 0 to 1 2 0 1 4 0 0 18 0 to 1 0 0 
NOTIFICATION 

(c ) Children . . 0 12 0 to 1 0 0 0 14 0 10 8 0 to 0 10 0 
Ajmer , the 8th Norcmber 1948 

II . Ilerdamen . 
No. A /3 - 76 - II. — Onkar Nath Shorma, who was appointed (1 ) Men . . 1 0 0 to 1 4 0 1 8 0 1 0 0 to 1 4 0 

Labour Officer, 

(6 ) Women . . i 0 0 to 1 2 0 1 4 0 1 0 14 0 to 1 0 
to offlciate on the temporary post of 

0 

(c) Children . . JO 12 0 to 1 0 0 1 0 0 0 8 0 to 0 12 0 
Ajmer-Merwara , under this Administration notification 
No. A 12 - 36 , dated the 19th October 1944 , is appointod III. Othar Agricultu . 
substantively to that temporary post with effect from the ral Labour.45. 

(a ) Mon . ll 0 0 to 1 0 1 8 0 1 5 0 to 1 8 0 
date of this notification 

(d ) Women . . i 0 0 to 1 3 0 1 4 0 1 1 0 0 to 1 2 0 

Children . 0 12 0 to 1 0 0 0 14 0 0 10 0 to 0 12 0 
By order , 

A . S . DHAWAN , 
Secretary to the Chief Commissioner , 

T . N . SHARMA, 
Ajmer -Merwara . 

for Deputy Commissioner, Ajmer -Morwara , 
4440GI 
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GINNING RETURN 
Return showing quantity of cotton ginned in the Province of Ajmer Merwara for the week ending 

5th November 1948 
Section 5A of the Cotton Ginning and Pressing Facturies Act, 1925 ( XII of 1925 ) as subsequently amended . 


QUANTITY (BY WEIGIIT ) OF COTTON GINNED ( IN BALLS OF 392 LDS. EACI ). 


Nomo of Division or Block , 


During tho wouk . 


During the 
Ooren proniling | 
wuek list your . i 


Since the 
commencument ] During the 
of the " 1130n , corrowponding 
je. , since Ixt period last year. 
Suptember 1919 . 


District included in 

the block . 


Ajmer.Alerwara 


Тегкага 


.. 


.. 


. 


. 


88 


Nil 


38 


/ 


Nil 


IH 


( 7 ) " 


GAURI SIIANKAR , 

Superintendent, 

for Dy. Commissioner, Ajmer-Motwnra. 
OFFICE OF THE CHIEF COMMISSIONER , DELHI ( 3 ) « Engineer " means the Engincer nominated 
PROVINCE 

by the Committee for the purpose of these 

byclaws and shall include any officer deputed 
NOTIFICATIONS 

by the Engineer to act for him . 

( 4 ) “ Medical Officer of Health " meens the Officer 
Delhi, the 3rd November 1948 

acting for the time being as Medical Officer of 
No. F . 8 ( 56A ) 48-Pre88 . - In exercise of the powers con 

Ilealth of the Committee and shall include any 
ferred by Section 19 of the Indian Press ( Emergency 

officer deputed by the Medical Officer of 
Powers ) Act , 1931, the Chief Commissioner , De hi, here 

Hea th to act for him , 
by declares to be forfeited to IIis Majesty all copies (5 ) “ Person " includes any body of persons whe 
wherever found of the pamphlet in Urdu entitled “ Cal 

ther corporate or incorporate . 
cutta Ka Balwa " written by Shri R , L . Gupta , publish 
ed by Messrs. Rattan & Company, Dariba Kalan , De hi, 

(6 ) “ Premises " includes messuages , buildings, 
and printed by Mr. Abdul Mahbood Khan , keep r of the 

lands , easements and hereditaments of any 
Kamal Printing Works , Nai Sarak , Delhi, and all other 

tenure. 
documents containing the aforesaid pamphlet, in as 

Sewers " are conduits provided for the pur. 
much as it contains matter of the nature described in 

pose of carrying the liquid wastes of the com 
clause (h ) of Section 4 of the said Act . 

munity , otherwise known as sewage or suf 
SHANKAR PRASAD , 

lage. 
Chief Commissioner, Delhi. 

( 8 ) “ Sewage " shall mean the discharge from 

water clo ? ets ctc . containing foecal matter 

while " sullage " shall mean the discharge 
Delhi, the 6th November 1948 

from kitchens, bath -rooms bathing platforms, 

etc . which does not contain foecal matters . 
No. F . 3 ( 72 ) 48 -L8G .- - The following bylaws framed by 
the New Delhi Municipal Committee in exercise of the 

(9 ) “ Drains ” as distinguished from sewers, ara 
powers conferred by sub-section (1) and ( v ) of Section 

conduits which receive tho liquid wastes from 
198 , and sections 189, 190 and 199 of the Punjab Muni. 

the buildings of one holding only . If build 
cipal Act 1911, as extended to the Province of Delhi har . 

ings from two holdings discharge their liquid 
ing been confirmed by Chief Commissioner of Delhi under 

Waste into one drain , the latter becomes & 
section 201 of the said Act are published for general in 

“ Sewer " from and including the junction 
formation . 

manho c . 
The byelaws shall come into force six weeks after the 

( 10 ) “ Storm water drain " is any open channel or 
date of this notification and shall supersede the bye awg 

conduit whethor within private premises or 
published with Chief Commissioner s Notification No. 

public land reserved exclusively for the con 
F . 615 / 38 -LSG /NDMC dated the 1st November, 1948 . 

veyance of rain water . 

( 11 ) " Sub -coil water drain " is a pipe or other 
NEW DELHI MUNICIPAL COMMITTEE 

means for removing the water lying in the 
Revised Drainage Bylaws 

eoil below ground level . 
Preamble. Framed under the provisions of sub -section 

( 12) " Service latrine ” and “ service urinal ” 
( 1 ) and ( v ) of Section 188 ; Sections 189 , 190 and 199 

mcan respectively a latrine and urinal cleaned 
of the Punjab Municipal Act, 1911, to regulate the lay . 

by hand . 
out, construction , or alteration of drains, sanitary fittings, ( 13 ) * Water closet " is a room or compartment 
and other similar works for new or existing bui dings in 

fitted with an appliance for receiving liquid 
New Delhi. They may be modified in matters of detail 

and colid human waste which is cleaned by 
by arrangement in cases requiring special treatment. 

water flush , 
GENERAL 

( 14 ) “ Water borne latrine ” is an assemblage oſ 

two or more water closcts under one roof . 
DEFINITIONS 

AUTHORITY TO ACT FOR COMMITTEE - 
1 . In these Byelaws unless there is something repug 

* 2 . Where under these byelaws any action is required 
Jant in the subject or context : 

or authorised to be done or where any permission is to 
( 1 ) " Committee " means the New Delhi Municipal be given by the Committee the saine may be done or 
Committee, 

given on beha f of the Committee by any officer authoriz . 
( 2 ) 16 Secretary » means the officer acting for the ed by the Committee in this behalf, and where, under 

any such byelaw , notice is required to be given by the 
time being as Secretary of the Committee . 


The banig notification 
Commissioner 
November 
, 


or "authorised to beommittee the same nya o fizer auth 
be given by the of the Committee hame, and where , bun the 
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his behely an saine shanna 


tion so taken by mually suitable specified , tion for ti 


Ocinmittee, the same shall be sufficiently authenticated (d ) the levels of the ground surface and depths of 
if signed hy any officer authorised by the Committee in 

the proposed drains ; 

(c ) the position of every manhole, gully , soil, pipe , 
POWERS OF ENGINEER AND TIIE MEDICAL 

ventilating pipe , rain water pipe, water closet , 
OFFICER OF HEALTH :- 

urinal, latrine , bath , lavatory , sink , trap or 
3. Subject to the general powers of the Committee to 

other appliances on the premiges proposed to 
reverse or modify hiv order of the Engineer or of the 

bc connected with any drains. 
Morliral Officer of Health , the Engineer and the Medical This information shall be shown complete both on 
Officer of Hea th will be the judges of the adequacy of clevations and sections as well as on plans, 
the ineans taken to comply with any of the chvelairs the 

Provided always that in the case of an alteration or 
Engineer heing the sole judge of the silitability of the addition to an gisting building this clause shall be deem 
materials , the design and the quality of the workman . 

orkman - 

ed to 

ed to be satisfied if the plans convey sufficient informa 
ship . The Engineer may , in suitab s prsas allow by orrler 

tion for the propo als to be readily identified with thà 

tion 
in writing the use of materils other than those specified , 

original or subsequent sanctioned plang. 
if he considers such materials equally suitable and effi 
cient. Any action so taken by the Enginner shall be re ( 2 ) The plyns shall also show - 
ported as soon as possible for the information of the 

(a ) The position of all windows and other openings 
Committee . 

in the building ; 
Samples of Matcrials. 

1) ) The height and position of all chimneys b -long 

ing to the building within a distance of 15 fret 
Samp’es of naterials complying with the commit -ce s 

from the open end of a soil pipe or ventilating 
kpecifications may be seen by persons interpster at the 

pipc ; 
Cmomittee s Sanitary show -room during working hours. 
"LICENSED PLUMBERS : 

(c ) The scale to which the plan is drawn ; 
4 . No person other than a plumber licensed under the 

d ) In detail the nature of all sanitary connections 
Committee s rules for grant of linca909 ( Sam apnondix 1) 

including the manner of disposal of rain water 
shall execute any work described in there bye aws, and 

und its discharge to storm water drains ; 
no person shall suffer pnv şuch work to be executed ex 

The disposal of bath room and kitchen gullage 
cept by a licensed plumber . 

and connections to the waste and gail pipes and 
LIST OF LICENSED PLUMBERS : 

the nature of the connection of the soil pipe to 
5 . The Committee shall publish in April ant Octoher 

the sewer ( i.o , with or without a suitable in 
each year a list of licensed plumbars . Every person who 

tercepting chamber ) . 
emplovs a licensed plumber to execute any work under 

BLOCK PLAN OF THE PREMISES : 
these brelaws shall furnish to the Secretary the name of 
such p umber . 

9 . With the notice referred to in byelaw 8 shall be de 

posited a block plan of the premises (in quadruplicate ) 
STANDARDS : 

upon which the building is to be situated or any such work 
5 - a . Wherever referance is maria to British or other is to be carried out, drawn to a scale of not less than 1 
standard specifications this covers all subsequent amend - inch to every 884 feet. 
ments thereto . 

The b ock plan of the premises shali show - 
NOTICE AND SUBMISSION OF PLANS 

( 2 ) The block plan of the building and the positiou 
INTENTION TO CONSTRUCT - 

of all other buildings on the premises and such 

parts of the adjoining properties as may be 
6 . Every person who intends or is required to ley -out , 

effected by the proposed work : 
onstruct or alter the pipes drains or other means of 
communicating with , any sewer , or the trans or anpara. (b ) The names of the streets adjoining the premises ; 
tus connected therewith shall before commencing any 

(c ) The lines, size and inclination of all drains and 
such work , comply with the requirements of byelaws 7 

surface drains, if any ; 
to 11 . - 

(a ) The difference in level between the lowest floor 
NOTICE OF INTENTION TO CONSTRTIST : 

of the building and of any court- yard and of 
7 . Notice is writing of such intention shall he deliver. 

the adjoining ground ; 
ed at the Committee s office in dunlinata in form A 
attached ronies of which mav be obtained free of charge 

( e ) The scale of the plan ; and 
at the Municipal Committee s offire . 

(f ) The drains and other appliances shown by dis 
Such nntire shall bear the full name and aldress of the 

tinctive colours. 
applicant, and shall state the street and os prement nuim 
ber of the premises unon which supl worls are intendet 

I rovided that it sha l not be necessary to deposit a 
to he executed end all the particulars required in the 

block plan in uily case where the particu ars required to 

be show on the block plan are shown on the detailed 
printed form A of notice . 

plau hcrcin -before required . 
DEPOSIT OF PLANS : 

CROSS SECTIONS WĦEN TO BE PROVIDED :-- 
8 . With the notice referred to in Bvelaw 7 shall be de . 
posited plans and sections (in quadrunlicata ) clearly and! 

10 . If considered necosary in any case by the Com 
indelib y made on a durable material and drawn to a mitter , the plans 

mitter , the plans shall be accompanicd with cross SPC 
scale of not less than 1 inch to avery 16 fet , and the 

ticns , with dimensions shown in figures and drawn to a 
Vertical grale of the sections shall be the same as the seal 

scale of not less than I inch to 1 fobt , of all onen drains, 
scale of the plans . 

showing the ground level and the kerbs or other means, 

already existing or proposed , for exclusion of all storm 
( 1 ) The plan will be preparrd hy a Remistered Archi water , except the first washing from courtyards and 
tect or a Licensed Plwnher and sirnar hy him and hy the raved open spaces . 
applicant and shall show the following : 

DESCRIPTION OF WORK PROPOSED : 
( a ) every floor of any building in connection with 
which the pipes or drains are to be 1180d ; 

11. With the plan referred to in byelaw 9 shall be de 
(b ) the position , forms, Terpl And arrancement of 

posiad , a detailed description ( in quadruplicate ) of tho 

wtended mode of constructing , joining or fixing any 
the gateral narts of such building including the 

eyirly crains, manhole, gully , pipe , water closet, urinal. 
roof thereof ; 

beth , lavatory basin or apparatug or trap . This should 
( c ) the whole of the intended new croirs with their be done in form B , copies of which may be btainçd 
proposed sizes and gradients in figures ; 

free of charge at the Municipal Committee s office , 


INTENTION 
TO Coho intends or is to other means na 


The 
lor such 
le for the 
of theoli 
IraLT 
, arall 
drain 
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a2 : : 
COMMENCEMENT OF WORK . 

Inner Courtyard . - An inner courtyard may be de 
12 After the plans have been fanctioned by the Com fined as a courtyard in which all its sides are bounded 
mittee, one copy thereof shall be roturned to the appli. by rooms or veran luhs diving walls of the next 
cant. The work mny then be proceeded with . The house , 
final connection with the drain or sewer Vested in the Outcr Courtyard . — An out -r couityard is a courtyard 
Committee will be carried out by Municipal Agency at in which one at least of the walls faces out into the open . 
the expense of the applicant . 

Note -- - All courtyards on first and higher floors will be 
NOTICE TO THE ENGINEER REGARDING IN 

treated as inner courtyarıs. 
SPECTION OF WORK , 

LEVEL OF LOWEST STOREY . -- 
NOTICE OF COVERING UP DRAINS OR OTHER 
DRAINAGE WORKS : 

19 . The lowest storey of very new building shall be 
13 . Every person who constructs or alters any drains or 

constructed at such level as will allow of the construction 

of a drain sufficient for the effeutral crainage of th 
other drainage work shall before proceeding to cover up 
any foundations, drains or appliances connected with this 

building and of the provision of tlie riquisite comunica 

tion with any newer into wlich aucli Jrain muy lawfully 
drainage, give the Engineer notice in writing that such 

finpty . The level ut which the incoming drain enters 
foundations , drains or appliances are ready for inspec 

the sewer must be such thit the flow line of the drain at 
tion and specify the date and hour on which he will pro 

23rd full is not lower than the flow line of the sever at 
ceed to cover up 81ch foundation , drains , or appliances . 

23rds full . 
$ 17h notice shall be in form C attached . 
NOTICE OF COMPLETION OF WORK : 

DRAINS . 
14 . Every person who constructs or alters any drains, MATERIALS : 
or other drainage works, shall give the Engineer notice 

20 . In the construction of every drain of a building 
in writing , specifying the date and hour at which such 

( apart from yub - soi) druins) , only materials of first c ass 
druias or works will be ready for final inspection . Such 
notice shall be in form D attarhed . 

quality shall be used . Esery channel or appliance with 
CONNECTION WITH COMMITTEE ’S SEWER : 

which sewage is likely to come into contact shall have 

smooth and rounded surt ES d shall be made of im 
15 . No connection of any drain to any Municipal pervious materials or shall be rendered impervious with 
hower or any drain to any existing private drain already 

coment morter, trowelled 10 a smooth finish . 
connected to a Municipal sewer shall be made until a 
certificate has been issued by the Engineer that the wholo 

Stoneware pipes shall conform with British standard 

specifications No. 65 -1937 (1540 -1934 
of such drain and the appliances connected therewith 

Stoneware pipes, 

traps and fitting wa l be of frst quality properly g azed 
comply with all requirements of the Committee . 

and the thickness of pipes etc ., the internal diptis of 
Such connection shall be made by duly authorised offl sockets and the jointing smine shall be in conformity with 
cers of the Committee and the application for the conner table 2 of annexed schedule 
tion shall be accompanied by a copy of the said certifi- , 

Cast iron pipes shall conform with British Standard 
cate and the deposit before the connection is made of 

Specification No . 78 - 1938 , class B (Sue Table 
guch sum of money as the Committee may prescribe from 

No l of annexed schedule ). 
time to time to meet the cost of the connection . 
Inspection by the officcrs authorised by the Committce. Spun concrete pipes shall conform to British Stand 

ard Specifications No. 556 of 1934 , 
16 . Every person by or for whom any drain or other 
work connected therewith is laid out, constructed , fixed Bricks. — Only first class hricks are to be used . These 
or altered , shall, at all reasonable times afford any duly are to he well burnt and when finished are to be hard . 
authorised officer of the Committee free access to such true in shape and free from flaws. They must give a 
drain or work for the purpose of inspection . The ringing sound when struck together. 
Engineer will see that the principles of the byelais 

Crment. - - Cement is to be in accordance with B . S . S . 
adopted by the committee are carried out, but no such 
close supervision can be given as to relieve the house 

for Portland cement . 
owner or his plumber of the duty of takiny due care 

Srind Sand is to be clear , shari , md free from loim 
in the execution of the work and providing good and 

or dirst, e.g . washed Badarpur Sanit. 
sufficient materials and workmanship , 

Concrctr - - Concrete is a composition of hard stone, 
Note - 

hlue metal of suitable sizes from 38 in . to 11 in , gauge 
In emergent cases in which an alteration of the end cement or lime mortar as mar be specified according 
drains or other appliances must he carried out 

to the nature of work . 
atonce , the owners and occupiers of the premises 
may with advantage get in touch with 

The mortr shall be mixed in the proportion of 1 part 

the 
Engineer who may in urgent and suitable cages 

of cement to 6 parts of sund or 1 part of lime and 3 parts 
issue necessary directions. This however does 

of sand by volume. 
not relieve the owner of his obligation to take 21. Internal diameter of train - Every drain shall 
steps for filing plans etc . with the Committee , have an internal diameter of not less than four inches , 
and obtaining its sanction . 

and not more than such size as mar bu neerssary for the 
DRAINAGE OF BUILDINGS. 

flow or as may be approved by the Engineer . 
THE SEPARATE SYSTEM TO BE APPLIED - DRAINS TO BE LAID IN CONCRETE : 

17 . Proper provision shall be made for the drainage 22 . Every drain shall be laid on a bed of good concrete 
of huildings and of all premises . Rain water shall be 

not less than 6 in . thick and projecting on cach side of 
dealt with separately from the sewage and pullare . the drain to an extent at least equn to the external dil 
Sewage and cullage must be discharged by pipes with meter of the pipe. The concreto inust be " haunrhed . 
the exception that sullage may be discharged by a surface 

to the top of the pipe , and in maile up , wet or bogry soil, 
droin which must be as short as possible if the Engineer the whole drain must be completely surrouuded with con 
considers discharge by pipes to be impracticable . 

crete. All drains less than 2 fert in depth (measured 
DRAINAGE OF COURTYARDS : 

from the top of the pipe to grornil level) must he em 
18. The drainage of an inner courtyard shall be dis bedded in ( oncrete . In cases where heavy vehicular 
charged to the sewer . In such a case no rain water traffic is likely to occur this applies uip to 4 feet in depth . 
from roofs may be discharged into the courtyard - It GRADIENTS : 
must be discharged to the outer courtyard or by any 23. Every drain shall be laid with a suitable fall ap 
other convenient route to the storm water drainage sys. 

proved by the Engineer . 
tem . All outer courtyards must be provided with ono 
or more outlets through which rain water may pass to 

The standard gradient sha l be 1 in 40 for 4 inch , drains 
the storm water system . 

and 1 in 80 for 6 inch , drains , 
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The maximum and minimum gradients shall be 1 in round wit ı selected material free from large stones water 
20 and 1 in 80 for 4 inch drains and 1 in 40 and 1 in ed arc ell ranımed into place . 
100 for 6 inch drains . If the fall avulable does not WŁrre fiuch drains traverses soft or yie ding ground 
permit of these limit ng gradient: the Engincor inay on 

or rullid vater makes its appearance in the trench such 
anplation is ue special instructions. 

Ivan all he bedded in or competely surrounded with 
JOINTING OF PIPES : 

cemnt concrete, as may be ordered by the Engineer . 
24 . Every joint in a drain shall be maile in the minnar DRAI . S UNDER BUILDINGS — 
and with the jointing materials lereinafter presuribc 1, 28 y drains shall be constructed so as to pass under 

1 live the continuity of the drain withoiit ob - any building except where another mode of construction 
struction . 

inay be impracticable . 
( 1 ) If u drain be constructen of stoneware Or Where any drain passeg under a building , such drain 

Tatorjal other than metal, the drain sha l be shall he laid in a straight line for the whole distance 
jointed with cocket joints properly put to bene : th t) e building , and shall be of cast iron complet ly 
gether with cement or other cuual y suitahle embedilid jn and covered with good and solid comert con 
matcrial as approved by the Enrincar . If crete, at least 6 in , thick all round. In case the pine or 
( ement is sed it sha l bc 2 parts of Portland any part of it is laid above the natural surface of the 
cement mixed with 3 parts of clean sharp fround, it milt be supported on a concrete wall the 
sand . 

bottom of which goes at least 6 in . below the ground sur 
( 2 ) A spigot and so okot pipes shall be laid with lare . At cach end of a drain laid under a building a man 

the spigot end of cach pipe in the direction of hole shall be provided . 
the flow of sewage and such pinns shall be DRAINS BELOW WALLS TO BE PROTECTED : 
lald by the Spigot All of each pipe bein 29. In curry case where any drain or sewer is laid 

paced in the ocket of the pipe last lii l. hencath 1912 such drain or cewer shall be protected at 
( 3 ) Jo nta shall le maan by foreing a ring of gaskin the part henrath the wall by means of an arch , fog tone, 

not niore than 7 in , in depth , which his bien or iron sunnrrt. which shall not bear on the drain or 
ateanel in cement grout well into the bare of sewer and sha l be of sufficient si- e and strenpth to pre 
the arc rt . so as to bring the spiunt and con - vent any disturbance of or other injury to such drain or 
centric with the soclct and its inrert flish , Swer . 
with the invelt of the pipe last laid , anl to , NO RIGHT- ANGLED JUNCTIONS IN DRAINS : 
proyent the plange of woment into the home 

A T l Trains of a building communicating with a 
of the pipe. The mortar is to be fored into 
the joint until the whole snap hetween the 

war whol] he constricted in such a manner as not to 

form gry rintangled junction , cither vertical or hori 
spigot and co .ket is quite full, the joint in 
then to ho finished off with a neat fillrt . After 

zontal All drain junctions shall be curved obliquely in 
laring the inside of rach nine is to be cars 

the dirention of the sewage flow . 
fully cleaner and errmined to sop that no ce 

TAVIIOLES ( INSPECTION CHAMBERS ) . 
mont mortar is Jeft inside and the crface , PROVISION OF MANHOLES ( OR - INSPECTION 
of the jointed pinig are flusz a l the way CIIAJIBERS : 
round . Provided altays that it shall be suffi - 3 ] At nyery change of alignment, gradient, or dia 
cient if the piting APN connoit it in a manner metinif rain there shall ho a mauhole for insvention 
considered to the Engineer to be equally suit shawar Bannls and juretions in the drains should be 
able and efficient. 

groined to other in manholes as far a possible. The 
4 ) If a drain he constructed of cast iron gochst marimum distance between manholes sha l be 150 fret . 
pipes, the joint shall be made with a grskrin 

All angles in manholes or inspection chambers shall ho 
of hamp at yarn and metallic leat, properly 

rounded off when rendering , in cement plastos 7 inch 
caulked . The denth of gaskin ont of land 

thick ( 1 coment : 2 washed sand ) to a 3 inch radius , 
will he as prescribed below : 

trowelled to a smooth finish . 
Size of 

Carking | north of weight TV eight 

The heaching at the sides shall be carried up in a such 
I ipe . Gracc . lead . of land . of ya n . 

marnap is to provide no lodament for any splashings in 

case of arcidental flooding of the chamber . 
Ine. Ina 

Where the diameter of ą drain is increased , the tong 

of the two pipes must be fixed at the came level and the 
319 

necessary slope given in the invert of the manhole cham 
12 


- 


7 


Ing . 


Ina . 


ber . 


Wliers two drains at different levels are to meet in a 
(5 ) If a drain he constricted of flanged piprs th : 

minhole the connection from the upper to the lowe t 
joints shall be securely boltol togrther with 

will be made by a back - drop where the difference in level 
rubber or other suitable insertion 

of the inverts pereeds 2 feet . 
16 ) All pines }ial! be akilfully jointed and any pro SIZE OF VIIAMBERS : 

jerting material or irregularity insirle the 32 ( llanhir e sla l he of such size as will allow noces 
drain « voll be carefully removerl. 

Saly axamination or clearance of drains The minimum 
Trains to he waterlight and to be tested and passed be internal sizes of chambers shall be as follows - 
fore covered :- - 

( a ) F or depths of 2 ft, 6 in , or less 2 ft. 3 in . x 2 
35 . Every drain stall he coconstructed us to be water 

ft. 3 in , 
tisht and to be conahle rf resistiro a presire of at least 

(h ) For depths between 2 ft 6 in , and 7 ft. to 3 ft. 
4 fret head of watër above the highest pipe . 

O in . X 2 ft. 71 in . 
No drrin rhall he rotered up until it has been te ted ( c ) For depths more than 7 ft . 4 ft . 6 in . X 3 ft. 
in the presence of the Encinerror of an officer ruthio A l measure to internal brick faces before rendering, 
risert hy the Engineer in this behalf, and naused hy the 
Inrinner or suih officer. A rerord of the passing of 

Torit irons shall be provided in all manholes over 4 
drains shall he miven to the Rrgistered Pumber. 

f t. in lonth , and must be mallcable cast iron and gal 
EXCAVATIONS : 

yanised and of climensions approved by the Engineer . 

MANIIOLE COVERS — 
26 . All cscavations shall be proper y timbered where 

33 . Manhole covers and their fram s shall be of cast 
necessary . 

irun and to a design approved hy tho Engineer . The size 
BEDDING OF PIPES -- - 

shall be cuch that there will be a clear onaning of at 
27. All undergrrund draing constructed of cast iron least 18 in , in diameter or 21 inch for manholes exceed 
pipes shall be sçcurely będded on firm ground and filled ing 3 ft. in depth , or in case of square or rectangular 
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covers a clear width of at least 18 inch , Covers sł all be form with British standard specifications No. 602 (Part 
double grooved and shall fit properly and hed venly II ) or 603 ( Part II ) . Asbestog cernent pipes sha l con . 
without racking in their frames . Covers shall be air form with British standard specification No. 582 of 1934 . 
tight and grease sealed . 

Cast iron external soil pipes shall conform with British 
The following are the minimum weights , including Standard spccifi ation No. 416 — 1935 ( see table 3 of an 
frames , for the sizes of covers given : 

nexril schedule ) and cast iron internal soil pipes shall 
( 1) for public streets and private roads. 

conform with British Standard Specification No. 78 

1938 (Sce tab o 3 of annexed schedule ) . 
2 ft. O in , dia . 4 Cwt. 2 qrs . 0 lbs . 

Provided that in any case where it is necessary to cons 
( 2 ) for road berms. 

truct the soil ripe within a building, it shall be construct 
11 ft. dia. 1 Cwt. 2 qrs . 12 lbs . 

ed in drawn lead with proper wiped plumbers joints, 
( 3 ) within compounds and buildings. 

or in cast irrito B .SS class B , with mo ten led joints, 

proprsly crulked in visible positions and so as to easily 
(a ) 2 ft. O in , X 1 ft. 6 in . 1 Cwt. 3 qrs. 0 lbs accessible and shall not be constructed in asbestos coment. 
(b ) 1 ft. 6 in . x 1 ft. 6 in . 1 Cwt. 2 qrs. 8 Ing . 

Soil, waste or vent nipes laid in chas - s in wal s other than 

in the outer fare of arternal walls should be regarded as 
MANHOLES TO BE WATERTIGHT : 

being laid within the building . 
34 . ( 1 ) All manholes (or inspection chambers ) are to COLOUR PAINTING - 
be constructed so as to be watertight under test. The 
test will consist in filling the body of the manhole ( as 

40 . When soil pipes to he paint d in colour other 
distinct from the shaft ) with water . The water will re 

than hluck , the nines shall not be conted in accordance 
main in the manhole with a fall not exceeding 1 inel for 

from prith two rats of " fonotting varnish ” , the second coat 

" 
at least 3 hours, and after that period the brickwork 

pipes shall be treated in the fo lowing manner : 
will be examined for water tightness. 

1 st Oncrat on . — Thn pines and fittings shall be treated 
( 2 ) For gowers to be laid below subsoil water level with two coats of " knotting vanish " , the fecond coat 
the nines to he built into all manholes fre to be encaced being applied after the first has thoroughly dried . 
in blocks of denso cement concreto, the blooks to hp mint 

2nd Operating Over the undercont primer of “ knot 
around the pines, while they are standing vertically and tina 

tino vernish ” , white rinc paint treated with the required 
after setting the blorks are to he built into the manhol. 

shade or pigment shall be anplird . 
wells at the requisito level . The minimum thickness of 
concrete around the pipes is to be 3 in , and the cross 

SUPPORTS FOR SOIL PIPES : 
gertions of the hlocks are to be multiples of brisk dimen - 41 The soil nine shall be stron ly bupnorted at the 
sinne. The length of the hlocke are to be 3 in . in ATC999 frot upon a bed of concrete and firmly attached to the 
of the thickness of the walls into which they are to be wallc . If the coil pina he of cast iron it shall be fixed 
built. 

at lrast two inch as clear of the finished surface of the 
SOIL AND WASTE PIPES. 

Trall and only holder -hats of a trpe anoroved by the 
INLETS TO DRAINS WITHIN THE BUILDING - - 

Engineer shall be used . Nail fixing is prohibited . 
35 . No inlet to a drain , other than a drain for the non - WA 

WASTE PIPES - 
verance solely of trado effluent, shall be made within a 42 Every nine in a huilding for marrving off the waste 
building , except 

or overflow watry from nowy hath lavatory hagin or 
(i) a trapped gully fitted with a suitable cover ; 

vin to a drain shall be of 11 in , to 2 in , internal diameter , 

and shall ho tropped immediately beneatb guch lavatory 
( ii) an inlet. which is a necossary part of any W . C . 

basin or sink hv an efficient sonhon tran with aderate 
Pon bath , sink, urinal, bidet or lavatory meana for inspection and cleansing and shall he ventilat 
basin , 

ed into the external air whenover cich ventilation may 
( iii ) a junction with another drain . 

he necessary to preserve the spol of the trad . Such nines , 
SIZE OF SOIL PIPES : 

trans etc . sha l he construinted of iron , lead stoneware, 

Ashetos conmnnt or such other critahle material aq shall 
36 A koil nine conveying to a drain any solid or liquid 

he annoncer hy the Engineer . No tran of the kind known 
filth , shall he circular and sha l have an internal dinmrter 

om a hniltman n tuhetrar or a D tron shall be construint 
of not loqu than 4 in , ercent that hranch soil nipes lead . 

ed or fixed in the waste pipe of a lavatory basin or sink . 
ing from sinrle water closrts into the main stack may be 
of 31 in . internal diameter. 

( i) If ined nines are used , they shall be of uniform 

thinleness throurhnut and shall weirh at least 
SOIL PIPES TO BE OUTSIDE THE BUILDING - 

21 lhe per lineal font for 11 in nines, 31 Ths . 
Excent where imprartirable , the soil pine shall be 

pas linool frot frr 2 inch nines. The overflow 
situated outside the building or in suitably designed nip ? 

ninn shall he connected with the waste im 
shafts and shall be continued upwards without dimin 

mediately above the trap . 
tion of its diameter , and (except where unavoilahla ) 
without ruiv bend or angle , to such a height and nosition ( 2 ) If net iron ninag sso pront . they shall comply 
as to gford hy means of its open end a safe outlet for foul 

with the British Standard Snerification or 
air . The position of and covering to the open end shall 

port iron spigot and socket waste and ventilat 
he such as to comply with the conditions set out in the 

ing pipes. 
byelaws relating to ventilation of draine Pines laid 

( 3 ) If qalvanized nines ATA year these shell he of 
in external chased are outside the building. Where dine 
shafts are provided, the cross-sectional prea shall be ich 

the grade known in the trade as heavy quality 
as to slow free and unbampered access to the pipes to be (4 ) If nohpatos nomont ninna are on they shall 
installert in the shaft and in no casa shall the cross centinn 

comply with B . S S . 582 of 1934 , 
be less than 3 ft x 3 ft. All nine shafts shall be provid . d 
with an arceng door at ground floor lovel and facilities for 

WAOTIC PIPES TO DISCITARGE INTO THE OPEN 
ventilation , 

AIR . 
SOIL PIPE CONNECTIONS : 

43. Every nine in a building for carrying off waste 
Soil pipes, whether inside or outside the buildinq sha l 

Fatos to Arrnin shall ha taken through an external wall 
not be ponnected with any rain water pipe or with the 

of the building hv the short - et nrantinahle line, and shall 
wiste pipe of any hath , sink or hand hasin , and there shall 

Mischarge helow the statinae hit above the water surface 
not he any trap in such soil nine or between it and any 

of a prunerly tranner gully or into a book or side inlet 
arrin with which it is connected . 

gully . The onste rinn chali hn continued 10warna with 

ont nnt diminution in its mismrter and ( excent when in 
MATERIALS FOR SOIL PIPES : 

avoidahlo ) without any hendt or grmle to such a heicht 
39 . Soil pines shall be constructed in drawn learl, A9 and nocition as to afford hy meang re the onen end of the 
þestos act it , or cast iron . Drawn lead pipes shall con - waste pipe, a safe out ct for foul air , the position of and 
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covering to the open end being such as to comply with such stoneware or semi- vitrified ware pipe or drain and 
the conditions set out in byelaw relating to ventution . the joint mado with mortar consisting of one part of 
WASTE PIPE FROM TWO OR MORE BATIIS : 

Portiand cenient and three parts of u can sharp saud . 

Where any W . C . pan or earthenware trap connected to 
44 . Where the waste pipes from two or more baths, 

şuch pun is to be jointed with a cast iron soil pipe , the 
sinks or lavatorics , discharge into one comuun waste 

joint between the stoneware spigot and the cast iron 
pipe, each of the trups provided in accoruance with tue 

sochet must always be of a flexible ( non rigid ) natura , 
reyuirements of these byelaws, shall be ventilated by 

Such joints aro to be made with a mixture of bitumen 
means of a pipe Whluh suall have in all parts an internal 

and chopped asbestos fibre ( not dust ), which is sold 
diameter of not less than one inch and shall be counccte . 

under various proprietary names . 
at a point not less than 3 in . or more than 1 ill, from thy 
highest part of the trap and on the outlet side thereof. 

VENTILATING OF DRAINS . 
If required by the Engineer , such ventilatiou pipe must VENTILATING OPENINGS IN DRAINS : 
a so be fixed on a batn , sink lavatory which is not con - 51. The drain intended for carrying foul water from 
nected to a second waste pipe . Except where impruc - a building shall be provided with at lcast ono ventilating 
ticable the common waste pipe shall be situated outside pipe situuted as near as practicable to the building and 
the building , and shall be continued up and without as far as practicable from the point at which the drain 
diminution of its diameter , ( and except where unavoid - emptics into the sewer or other means of disposal, 
able ) without any bend or angle ballig formed to such POSITION OF OPEN END OF VENT SHAFT OR 
a height and position as to allord by means of the open PIPE : 
end a safe out et for foul air , the position of and the cover 

52. Each such opening shall be obtained by carrying 
ing to the open end being such as to comply with the con 

up vertically from the drain a pipe or vent shaft to such 
ditions set out in byelaw relating to ventilation . 

a height and in such a position as to afford by means of 
OVERFLOW PIPES .. . 

the open end of such pipe or vent shaft a safe outlet for 
45 . The overflow pipe from any cistern shall be taken fou , air , and as to create the least possible nuisance, 
through an external wall of the building and shall uís - HEIGIIT OF VENTILATING PIPE = 
charge into the open air in an exposed and conspicuous 
position so as not to cause dampness. The overnow pipe 

53 . The ventilating pipe or shafts shall be carricd to 
shall be rendered mosquito prour by a device which does 

a height of at least 2 ft. above the outer covering of the 
not interface with its function . The device adopted 

roof of the building or in thọ case of a window in a gable 
must be approved by the Engincer, 

wall or a dormer window it shall be carried upto the 

ridge of tho roof or at least 6 ft . above the top of the 
SUPPORTS FOR WASTE PIPES : 

window . In the case of a flat roof to which access for 
46. Tho na to pipe shall be firmly attached to , but at use in provided it shall be carried upto a height of at 
least two inches clear of the walls . Ir the waste pipe is leust ? It. above the parapet or 6 ft. above the roof which 
of cast iron , propcry fixed holder -bets shal be used ; ever is greater and shall not terminate within 6 ft . 
provided always that it shall be sufficient if the pipes ary measured vertically and 15 ft. measured horizontally of 
secured to the walls in a manner co .291dered by the the top of any window or opening into such bui ding and 
Engineer to be equal y suitable and ellicient . 

in no case shall be carried to a height less than 10 ft. 
SOIL PIPE WASTE PIPE & VENTILATING 

above plinth level. 
PIPE CONNECTIONS , 

Where ventilating pipes are carried in pipe shafts , 
PIPES AND JOINTS TO BE AIR TIGIIT :--- 

these shafts shall be a minimum size of 3 ft . X 3 ft. If 

these shafts are also used to give light and air to rooms, 
47. All soil pipes , waste pipes, venti ating pipes and 

the ventilating pipes must be carried to a horizontal dis 
all other pipes wuen above ground, shall be pioved gas tance at roof level of not less than 15 ft . from the side of 
light in the presence of the Engineer , by smicke produc the shaft. 
ed and applied as directed by the Engineer. It shall be 
a condition of the license of every authorised plumber to VENTILATION FOR DISCONNECTING TRAI S — 
possess a smoke texting machine, which will be inde inly 54. Where a discounecting trap is required by the 
stamped with a numuor by the Connittee which will 

Engineer in addiiton to the other requirements of these 
maintain a record of such numbers . 

hyelaws, an untrapped opening shall be provided above 
LEAD AND IRON PIPE CONNECTIONS > 

and near the surface of the ground and communienting 
48. Where any liad waste pipe , ventilating pipe or 

with the druin by means of a suitable pipe, pipe shaft 
trap is connected with an iron pipe or drin ( orumunica 

or clamber, and situated as near as inay be practi able 

to the disconnecting trap provided betwecu the cruin 
ing with a newer there shall be inverted between such 

and the sewer. 
waste pipe and such ilon pipe or draw u Hanyed thin 
ble of copper or uruss , which shall be connected to such 

( 1 ) The point at which such opening communicates 
learl waste pipe by muans of a wiped joint. The thimble with the drain shall also in all cases be situated on that 
shall be connected with such iron pipe or drain by means side of thie trap which is the nearer to the building. 
of a joint made with inolten lead, properly caulked , y ( 2 ) Except with the previous sanction in writing of 
sufficient quantity of leal being melted at a time to the Engineer every inlet for the admission of pure air 
finish each joint at one pouring . 

to the disconnecting trap of any promises shall be at 
STONEWARE AND LEAD PIPE CONNECTIONS - least 5 feet vertically and 15 feet horizontally from 
49. Where any stonewaro or semi- vitrified ware trap 

every docr , window , ventilating grating or chimney of 
or pipe is connected with a lead soil pipe, waste pipe or 

any building. 
trap communicating with a sewer , there shall be insert 

( 3 ) If in any case this arrangement is, in the opinion 
ed between much stoneware or seni-vitrified ware trap 

an of the Engineer , undesirable , then the opening may be 

of the ugineer , 
or pipe and suh lead soil pipe waste viva. or trap . à obtained by carrying up , from the point referred to a 
socket of copper, cast hrass or other suitable alloy , which gilitable vertical pipe or boat 
shall be conuccted with such stoneware or g -mi- vetrified OPENINGS TO BE PROTECTED BY GRATINGS OR 
ware trap or pip :: by means of a joint made with mortar COVERS = 
consisting of ond part of Portland Connent and three 
parts of sharp sand and with the lead coil pipo , waste 

55 . Any opening provided in accordance with any of 
pipe or trap ky means of wiped metalic joint. 

the arrangements hereinbefore specified shall be furnish 

ed with a suitable grating or other suitable cover for the 
IRON AND STONEWARE PIPE CONNECTIONS : purpose of preventing any obstruction in , or injury to , 
50. Where any iron soil pipe waste pipe, ventilating 

any pipe or drain by the introduction of any substance 
pipe or trap is connected with a stoneware cr semi- vitri 

through the opening. 
fled ware pipe or drain communicat.ng with a sewer , the Such grating or cover shall be so constructed and fitted 
beaded spigot end of such iron soil pipe, wasto pipe, as to secure the free passage of air through the grating 
ventilating pipe or trap shall be inserted into & socket of or cover by means of suitable pumber of aporturos, 
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of which the aggregate extent shall be not less than the l rovided always that it shall be permissible for the 
Trnal area of the pipe or ventshaft to which the glut- Engineer to approve the use of superior materials and 
ing or cover may be titted . 

mituod to those specified . 
In the case of a low level vent pipe or fresh air inlet, TRAP AND SILT CATCHER - - 
a suitable llap valve of mica or alummm must be pro 02. Each outlet of every open drain gliall be provided 
vided in the ventilator. 

Wand an ellicient trap and silt catcher of u design and in 
NO BENDS OR ANGLES IN PIPES : 

a muliner and position approved by the Euginver. 
56 . Except where unavoidable, no bend or angle sha l 

WATER CLOSET NOT TO BE CONNECTED WITH 
be inade in any pipe or vent shaft used ill wnection 

OPEN DRAIN :- - 
with any of the arrangements hyreinbelore specified . 63 . No water closet or any arrangement by which 

night oil is to be removed by the water curriago system 
DIAMETER OF PIPES : 

thull be connected with an open diam . 
57. Every pipo or vent shaft, which wüy be u ecl in 61. The provisions of byelaw 61 to 63 shall apply to 
connection with any of the arrangements specilied in 

all open drains or other similır works communicating 
parus əl and 54 shall have a sectionala l lot los ihan with tho Coinnittee s sewage system . 
tuat of the drain with which the pipe or veut shuit may 
communicate , und not less u any cusc than the sctional 

TRAPS 
area of pipe or vent shaft of the diameter of 4 inchis . INLETS TO BE TRAPPED : 
VENT PIPE OR SIIAFT TO BE OF THE SAME 65 . Every inlet to a pipe drain (except as provided by 
WATERIAL AS SOIL PIPE : 

byelaw 52 ) shall be properly trapped by an eitici. nt trap 
50 . Every pipe or vent shaft used in connection with 

RO constructed as to be capab e of maimaining a sufficient 

water soul of at least 2 inches , 
any of the arrangements hereinbefuld specilicu snall ve 
coustructed in the same manner and of the rainy maturials 

In 110 euch drain shall be constructed or fixed any 
and weights as if the pipe or vent shaft wure a sull pipe 

trap of tho kipd known as a bell, a dip trap , a D -trap 
( seo byelaw 39 ) . 

Or uch trap us becomes un -sealed on the removal of the 

cover . 
Where the vent shafts are constructed with asbestos 
cement pipes, cowls fitted on the top shall be provided 

TRAPS AND GULLIES : 
with jouvers to exclude rain . 

06 . All gullies, traps, gratings, covers or other appli 
SOIL PIPE , AS VENTILATING PIPE : 

ances shull be of a pattern , sizo ad quality approved 

by tho Enginecr . Every stonewiro yu ly shall be placed 
59 . For the purpoue of any of the arrangements her : 

& Ligh as possible on a bed of renent concrete ( 1 : 2 : 4 ) 
inbeiuri peuttuu , the soil pipe of any water closet, con 

at least 4 in , thick , and completely embedded in concrete . 
structed or adopted to be used for receiving any su .id or 

All gully trups shall be corred with a suitable iron 
liquid hith and conforming to the requirements prescrib 

grating , which shall, when so directed by the Engineer , 
eu lor ventilating pipes for vent shafty , słabl be it omed 
to provide suficient venti-ation if continued to the re - We provided with a hinged cover of approved closign . 
quisite height above the building as specificd in by law DISCONNECTING TRAPS : 
53 . 

67. When requircd by the Engineer but not other 

wise, any drain of a building which may immediately 
VENTILATION OF WATER CLOSET TRAP . 

communicate with any sewer , shall be provided with a 
PROVISION AGAINST ANTISYPHONAGE - 

suitable and efficient disconnecting trap at a point below 

the lowest inlet to such drain ag uistant ay may be pras 
60 . In every water closct the soil pipe cf which com 

tieable from such building , and as ncar as may be prac 
municates with any scwer and is in conection wich any 

ticablo to the point at which such drain may be connect 
other water closet , the trap of such water closet shall be 

crl with the sewer . 
ventiluted into the soil pipe at a point above the highest 

Evory such trap shall he provided with proper means 
water crosct connected with such soil pipe , and in such 

of access for the purpose of cleansing . 
a mauner that the ventilating pipe shall have in all parts 
an internal diameter of not less than 2 in , und shall be FLOOR TRAPS : 
connected with the arm of the soil pipe or the trap it a 

08 . Except for the discharge or trade wastes , tho waste 
point not less than 3 in , and not more than 12 in . from Hater from shower haths and the waste water from floors 
the highest part of the trap and on this site of the water in Indian type kitchons ( i.e . where 70 sink is used ) no 
real which in the nearest to the soil pipe . 

floor trap shall be provided in any building. When pro 
The joint between the ventilating pipe and the arm 

vilied for the purpo es already drtai ed in this byelaw , 
of the soil pipe or the trap shall be made in the direction to door trap shall be of the deep -seal pattern at least 
of the flow Construction of open drains and surface 

in . seal and of ca - t iron or other suitable inaterial and 

shall be not less than ? in , in dimeter in any part there 
channels : 

of , and shall be veutilated into the external air whenover 
61. All open drains or surface channels shall be ( on 

Such ventilation may be necessary to preserve the seal 
structed cither of fine cement concrete ( 1 : 11 : 3 ) pro 

of such trap ; and the floor trap shall be covered with a 
perly formed to the shape of the channel and plastered 

suitable grating and the pipe leading from the floor trap 
witli cement nortar or with half round glazed stoneware 

shall be tal.en through ou external wall cf the building 
sockelted channels for the inverts laid in a bed of fine 

by the shortest practicable route and shall discharge into 
cement concrete extending in depth from the top of the 

the open air be ow the grating of a properly trapped 
channel to at least 3 in . below the underside there of , anl 

guily or over a channel, which must be as short as possi 
in width at least 3 in . on both sides of the channel, Above 

ble , leacling sucli & gully . 
thc channel the drain may be constructed of brickwork 

69 . If the floor trap on upper floor is directly connect 
in modtar plastered with at least in , of coment mortar 

rd to a waste water pipo, the waste pipe sha l be continu 
( 1 : 3 ) 

od upwards, without any diminution of its diameter and 
( 1 ) No drain shall be constructed less than 3 in . 

( except where unavoidable ) without any bend or angle , 
decp and 3 in . wide and all drains milst at all 

to such a heiglit and in $ 11h a position as to afford, by 
times be of such dimensions as to comply with 

nicans of the open end of such va to pipe , a safe outlet 
all sanitary requirements and be laid to such 

for foul air , the position of and covering to the open end 
gradients as shall effectually drain away all 

being such as to comply with the conclitions set out in the 
water which may , from time to time, be dis 

byelaws relating to ventilation . 
charged into the open draina, 
( 2 ) If necessary , kerbs shall be provided to such FLOOR SURROUNDING THE FLOOR TRAP - 

drains or channel at least 3 in . ahove the ed 70. Where any floor trap is provided the floor surround 
joining ground surface or of such height as maying the floor trap shall be formed of hard , smooth and 
be pedonary. 

impervious material, having a fall towards the floor trep . 
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NO SINK WASTE SHALL DISCHARGE INTO À If any side of a water closet or water- borne latrine 
FᏗ. 00Ꭱ ᎢᎡᎪ -- . 

abuts on a room used for the manufacture, preparation , 
71. Sinks shall be separately trapped Aud shall din or storage of food for human consumption or used as a 
charge externally below the gruting of a properly trap 

factory , workshop or work place, the water closet or 
ped gully . 

latrine shall be enclosed by a solid wall or partition of 

brick or masonry , extending the entire height from the 
STURM WATER DRAINAGE . 

Hoor to the ceiling. 
PROVISION OF SEPARATE STORM WATER ] . Every Indiau type water closet or water-borne 
DRAINAGE : 

latrine shall be provided with a floor of hard , 
72 . All rain water shall be diverted into the storm 

smooth , impervious material, having a fall of 
water drains and away from 17 opening connecting 

half an inch to the foot towards the pan for pur 
with any Municipal sewel uud fuer such kurb or other 

poses of washing down. All water closets or 
appliances as may be necessary shall be provided and 

latrines shall be provided with proper doors 
mautained to restrict all rain water to storm water 

and fastenings. 
drains. The latter shal] lischarge at a point approved 2 . The floor of all water closets or water - borne 
by tho Engineer . 

latrines on the ground floor shall be raised at 
DESIGN OF STORM WATER DRAINS : 

least 6 in , above the ground outside . 
73. Where storm water drains are necessary for the 

TROUGH LATRINES : 
discharge of rain water to a Municipal storm water drain , 81, Every trough latrine shall be so constructed that 
such urunis , shall be designed for dealing with not less 
aisenarge of rain watert 

the trough is wider at the bottom than at the top and the 
than 4 in , hourly rainfall . Euch separate plot shall have latrine shall be so arranged that it cannot be entered , 

Separato drain connection made to a covered or open otherwise than from the open air , and shall be fitted with 
juunicipal drain . Such connection to a covered drain an automatic Nushing cistern of sufficient capacity to 
shall be made through a pipe at least 12 ft . in length laid flush out and thoroughly cleanse the trough by each dis 
at a gradient not less than that of the connecting drain , charge. 
There shall be no syphons in the storm water drains sery - P’AIL CHUTES NIGHT SOIL DUMPING DEPOTS : 
ing the plot . 

82 . Every pail chute for the discharge into a sower of 
SUB SOIL WATER DRAINAGE . 

night-soil collected from commodes or service privies 

shall be constructed in accordance with the type - design 
SUB -SOIL WATER DRAINS - 

approved by the committee . Whero such chute is com 
74, Tbe sub -suil of the site of every new building whall bined with a public water flush latrine, access is to be 
be effectually druined by means of suitable earthenware provided through a separate entrance which is to be 
tield pipes , properly lazi to guitable outfall , whenever suitably sureened from tho public view by a masonry 
the dampness of the site rendory such a precaution neces - wall not less than 6 ft. in height. 
sary . 

Every pail chute is to be provided with a storage tank 
PROVISION OF TRAP , IN SUB -SOIL DRAINS : for flushing water , the capacity of the tank to be not less 
75 . No field pipe shall be laid in such a manner or in 

than 50 gallons per 3 gallon bucket of night soil to be 

discharged into the sewer , 
Nuch a position as to communicate directly with any 
Newer or with any drain ( onstructed or adapted to be 

Note . - A type design (SNE No. 2274 ) for a night soil 
used for conveying Swasta exiept where absolutely un . ( lumping depot can be seen in this office by arrangement. 
avoidable , and in that case, a suitable and efticient trap WINDOWS IN WATER CLOSETS : 
shall be provided between such sub -yoil drain and such 83. In one of the walls of every water closet which 
sewer . 

abuts on a street or a yard or open space , a window of 
1 INTILATING OPENINGS TO TRAPS IN SUB - SOIL 

buch dimensions shall be so constructed that an area of 
DRAIN : 

not less than 2 sq . ft., which may be the whole or part of 
76 . A ventilating opening to the trap shall be provided 

such window , shall open directly into the external air. 
ut a point in the line of the sub -soil drain as near us may 

Opening on to external air does not include opening 
be practicable to the trap , and communicating directly 

on to a verandah unless the verandah is unenclosed and 
with the open air. 

not used for habitation . 

VENTILATION OF WATER CLOSETS : 
The ventilating opening shall be provider with a suit 
able grating as described in byelaw 55 . 

84. Every water closet shall be provided with adequate 

means of constant ventilation by at least one air brick 
SUB -SOIL DRAIN BETWEEN TRAP AND SEWER :- built in an external wall of such water closet , or by an air 

77 . The sub -soil drain between the trap and the sewer shaft or by some other effcctual method or appliance . 
ghall be constructed in the manner prescribed by the Such means of constant ventilation shall he of an area 
byelaw in that behalf for a sewer . 

of not less than 81 sq . inches 
LOCATION OF BASIN URINALS WATER - BORNE FI 

FLUSHING CISTERN IN WATER CLOSETS : 
LATRINES & WATER ( LOSETS , & SLOP SINKS . 

85 . Every water closet shall be furnished with a closed 

cistern of adequate capacity , not less than 27 gallons and, 
78 . Every receptacle constructed or adapted to be used unless sanctioned by the Engineer, not more than 3 
for receiving any solid or liquid Alth , shall be located 

gallons , for the purpose of flushing, which shall be sepa 
within a water closet or water borne Jatrine. 

rate and distinct from any cistern ved for drinking pur 
ENTRANCE TO WATER CLOSET : 

poney, and shall he so roustructed , fitted and placed as 
79 . No water closet shall be constructed so that it is 

to aduit of the supply of water for use in such water 
approached directly from any room used for the manu 

( loset, so that there shall not be any direct connection 
facture, preparation or storage or fool for human con 

between any servire pipe upon the premises and any 

part of the apparatus of such water closet other than 
sumption or used as a factory , workshop or work place. 

such flushing « istern . 
Every water closet or water- borne lutrine which can 

1. Except in the use of a " Low Level flushing 
not be flushed by the inclividual user shall be construct 

cistern a head of at least 5 ft . ineasured from 
cd in such manner that it can be enterol only from the 

the bottom of the cistern to the point of dis 
open air. 

charge of the flush pipe shall be provided . 
MODE OH ( ONSTRUCTING WATER CLOSET AND 2. Every such cistern shall be provided with a suit 
WATER BORNE LATRINE : 

able ball cock and stop cock fixed on the supply 
80 . Every water closet shall have a minimum floor 

pipe, and , unless the Engincer shall otherwise 
area of 12 s. ft . and a minimum width of 3 ft. The com 

direct, with an overflow pipe discharging into 
partments of every water borne multiple or public 

the open air in some conspicuous position , but 
latrine including compartments intended for trough 

not over the inlet into any drain or storm water 
latrines shall measure at least 3 ft . X 9 ft . 6 in . 

channel. 
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FLUSHING CISTERN TO BE MOSQUITO -PROOF : -- The Committee may sanction the use of bucket flush 
86 . All fushing cisterns shall be of a mosquito proof 

W . U s in any area by Special Rosolution , provided that 
pattern . 

such W . C s will be sanctioned only for houses which are 

not already provided with A filtered water connection . 
RESERVE TANK FOR WATER ( LOSET AND 
LATRINE : - - 

All bucket flush W .( s must comply with the Munici 

pul Drainage Byelaws in every respect with the excep 
87. Every wutor closet or latrine shall be provided 

tion of Byeluws 87, 86 and 87, ( Flushing Cisterns and 
with a closed roseryo tank of : 

Storage Tanks for Hushing water ) , 
1 . 60 gallons capacity per seat for the first five 

URINALS. 
seats , 

SYPHON TRAP - 
2 . 40 gallons per seat for all seats between 6 and 20 

95. lu & urinal constructed or adapted to be used for 

451 
and 

receiving any urine or liquicl filth for conveyance to any 
3 . 30 gallons per seat for all soats over 20. Every Bewer , an efficient syphon trup shall be constructed or 

such tank must be made of galvanised iron of fixed immodiately beneath such urinal so as to be capablo 
pot less thickness than 14 Biriningham Wira of maintaining a sufficient water heal between the urinal 
Cauge, or other material approved by the and any rain or wasto pipe in connection therewith . 
Engineer, 

No trap of the kind known as a bell trap , a dip trap or 
No conductions other than for flushing W .Cs., or D - trup nor any nonselt-cleansing trap shall be construct 
latrines are to be taken from such reserve tanks unless so ed or fixed , in or in connection with the urinal. 
Arranged that the reserve capacity specified remains 

VENTILATION & WASTE PIPE : 
available for flushing W . U s and latrines . 

96 . All the requirements of these byelaws which are 
FLUSI PIPE : 

applicable to tho ventilation of a water closet and the 
88. The pipe connecting tho flushing cistern with the coustruction of a moll pipe shall be complied with as re 
pun , busin , trough or other receptacle with which the gards the veutilation of the urinal and construction of 
water cluset or latrino inay be provided , shall be so con the waste pipe of the urinal. 
structed and fixed that such pipe and the union shall not 

MATERIALS, FORM OF CONSTRUCTION & FLUSH 
in any part have an internal diameter of less than one 

ING OF A URINAL , BASIN , STALL OR TROUGII : 
inch and a quarter and shall be fixed us vertically as 
possible . 

97 . Such urinal shall be provided with : 
APPARATUS OF WATER ( LOSET : 

( a ) A basin , stall or trough constructed of glazed 

stoneware, glazed carthenware, numelled fire 
89 . The water closet shall be furuished with a suitable 

clay or other equully suitable mutorial of such 
apparatus for the effoctual application of water to any 

shape as will facilitate maintenance in a state of 
pan , busin , trough or other l eceptacle with which such 

cleanliness . 
apparatus may be connected and used , and for the offec 
tual flushing and cleansing of such pau , basin trough 

( b ) A suitable flushing cistern so constructed , fitted , 
or other receptacle, and for the prompt and effectual re 

placerl and supplied that - 
moval therefrom and from the trap connected therewith 

( i ) It shall be separate and distinct from any 
of any solid or liquid filth which may from time to time 

cistern 119ed for drinking water , 
be deposited therein . 

( ii) The dischargiug or flushing caparity shall not 
WATER CLOSET PAN , TROUGH OR OTHER RE 

be less than one gallon of water for each con 
CEPTACLE : 

nected bayin , or vach width or length not ex 
90 . The water closet shall be furnished with a pan , 

( eeding two l ect thrie inches of stall or 
basin trough or other receptacle of smooth vitreous glaz 

trough rospectively . 
ed non -absorbent material, and of such shape , of such 

( iii ) It shall be capable of being filled or charged 
cupacity , and of such mode of construction us to receive 

with water within a period not exceeding 
and contain a sufficient quantity of water and to allow 

twenty - five minutes or such less period as 
all filth , which may from time to time be deposited in 

will permit , whilo the urinal is in use or 
such pan , bagin , trough or other receptacle to bo flushed 

available for uso , a flushing operation of 
out clean without allowing any lodgment of filth in any 

sufficient frequency to ensure the mainten 
part thereof, 

ance of such basin , stull or trough in a state 

of cleanliness . 
SYPHON TRAP : 

( iv ) It shall be fitted with a suitable automatic 
91. Immediately beneath or in connection with such 

discharging apparatus counected to the uri 
pan , basin , trough or other suitable receptacle, shall be 

val basin , stall or trough by an adequate 
constructed an efficient syphon trap , so that it shall at 

flush pipe or pipes of lead , copper , iron , or 
all times maintain a sufficient water seal between such 

other equally suitablo material having a 
pan , basin , or other suitable receptacle und any drain or " 

ininimum internal diameter of half an inch 
soil pipe in conpoction therewith . A D - trap or any trap 

and fitted with a suitable wpreader or 
of such a kind us to be not self cleansing shall not be con 

sparge pipe so as effectually to distribute the 
structed or fixed in or in connection with the water - 

water over the internal surface of every 
closet apparatus . 

basin , stall or trough , 
CASINGS NOT TO BE FIXED : 

Provised always : 
92. No casing of wood or other material shall be fixol 

( i) That there shall not be any direct connection be 
round any receptacle, cistern or other apparatus of y 

tween any water -service pipe upon the pre 
water closet. 

mises and any part of a urinal basin , stall or 
WALLS OF LATRINES AND WATER CLOSET : - - 

trough , 
93 . The walls of every Indian type wator closet or FUVOR A . 

FLOOR AREA AND FINISHING : 
latrine upto a height of not less than 3 feet above the 98 . When a room is used only as a urinal it sliall have 
platform shall be constructed of thoroughly well burnt a minimum floor area of 12 sq . ft . and a minimum width of 
bricks, plastered with cement mortor 1 : 3 or of other 3 ft. The floor and walls of any room in which a urinal 
haril smooth inipervious material and all corners round is fixed shall be constructed of an impervious and non 
ed , 

absorbent material to a height of four feet six inches . 
BUCKET FLUSII LATRINES ( 2ND) ( LASS SEWER POSITION OF URINAL : 
CONNECTIONS) - 

99. (a ) No urinal shall be constructod so that it is an 
94 . Bucket Flush Latrines are in every way similar to proached directly from any room used for the purpose of 
Water Hush ( losets exccpt that no lushing apparatus human habitation or used for the manufacture , prepara 
or water storage tanks are necessary , overy user fush - tion or storage of food for human consumption or used as 
ing the pan with a bucket of water after use. 

a factory , workshop or work place, 
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shall"; TheHASHPITS 


( b ) The floor of all urinals on the ground floor shall well in which case the distance shall be not less than 
be raised at least 6 ill . above ground outside. 

80 ft. ) . 
DRY SYSTEM SERVICE LATRINE & SERVICE 

SERVICE LATRINES & SERVICE URINALS ACCESS 

FOR CLEANING : 
URINALS. 

109 . For the purpose of ricansing , arcane shall be pro 
FLOOR AREA : 

vided to all service latrines and tervive urinals from a 
100 . Every service latrine shall have a minimum floor public road and such access shall in 10 case be less than 
area of 12 sq ft. and a minimum width of 3 ft. 

27 ft. wide and in no case shall access be through a build 
VENTILATION OF SERVICIC LATRINE & OF n . 

ASIIPITS . 
SERVICE URINALS : 

101. ( i ) in one of the walls of every latrine and urinal FLOORS OF ASHPITS -- - 
which abuts on a street or a yard or open space a window 

110 . The floor of every ashpit, or receptacle for refuse 
of such dimensions shall be woonxtructed that an area 

shall be flagged or paved with hard tiles or other non 
of not less than ? sq . ft. Shall open directly into the ex 

absorbent material, and the floor shall be constructed so 
ternal air . 

that it shall be, in cvery part thereof, not less than 6 in , 

ubove the level of the surface of the ground adjoining 
( ii ) In addition to the above, some ineuns of constant 

the ashpit or receptacle for refuse , and so that the ashpit 
ventilation shall be provided in the external wall . Such 

or l eceptacle for refusce shall have a fall towards the 
constant ventilation may be in the form of a roof vent or a 

Warloilt drain of 10t less than half an inch to the foot. 
jali ventilator of an area ví not less than 11t sq . inches . 

PENALTY , 
DISTANCE OF SERVICE LATRINES & SERVICE 

PENALTY FOR BREACH OR ABETMENT OF 
URINALS FROM PUBLIN ROADS AND WATER 

DREACH OF BIELAWS : 
SUPPLIES : 

111 , Any breach or any abetment of a breach of any 
102 . No service latrine or service urinal shall be built of the forgoing hyelaws shall be punishable with a fine 
within 5 ft . of any public road nor within 10 ft. of any which may extrud to fifty rupees, and when the breach 
source of water supply , other than a well in which cas in a continuing broach with a further fine which may ex 
the clintance shall be not less than 80 ft . 

tenul to five rupees for every day after the first during 
RECEPTACLE & FLAP DOOR FOR SERVICE 

Co which the breach ( ontinues. 
LATRINES : 

DRAINAGE OF ASIIPITS : 

112 . No ashpity or receptacle for refuse shall be con 
103 . Every service latrine shall be no constructed that 

nected ( lirectly with the drains . 
all ever ta falls directly into a removable receptacle of 

Notes 
metal, glazed pottery or other non -absorbent material 

1. The owners and occupiers of premises 
which shall fit closely below the seat and such receptacle 

must 
shall be removable through a flap door in the outer wall of 

realise that they must inaintain their drainage 
the latrine , which flap door when closed shall obscure the 

wystem in a proper state of repair . If they fail 

to do so , the cominittee has a right to take ac 
receptacle from view . 

tion hpainst them under Section 126 of the Pun 
PLATFORNI IN SERVICE LATRINES : 

jah Municipal Act. 
104 , The platforni of every service latrine upon which 2 . Owners and occupiers of promises are expected to 
the receptacles l est shall be of masonry plastered with 

give every facility to all aythorised officers of 
cement mortor 1 : 3 with a slope of lialf an inch to the 

the Committer for their entrance into and in 
foot towarıly tlıp back of the latrine. 

spection of the building . They must also 
MATERIAL OF WALLS AND SEATS OF SERVICE 

zoalice that refusal to suffer inspection is an 

vilence punishable under Section 209 of the 
LATRINES & URINALS : 
105 . In evry survive urinal, the walls to a height of 

3 For the information of the public the following 
3 ft. above the floor , and in every service latrine both the 

provisions of the Punjab Municipal Act are re 
seat and the walls to a height of 3 ft, above the floor , shall 

produced below . 
be of metal or masonry , provided that in the case of a 

Sections 125 , 126 , 127, 128 , 129, 130, 131, 132 , 
latrine of European type , the seat may he of wood . 

135 , 136 and 110 . 
The walls of every service latrine or servico urinal, if 127 Provision of drains , primics , etc. - ( 1) The Com 
of masonrv . shall be plastered with cement mortor 1 : 3 mitter nav . bv notice require the owner of any huilling 
or covered with an impervious material to a height of at or laucl to provide, nove or remove any drain , privy , 
least 3 ft. above the floor level. 

latrine , urinal, onespool or other receptacle for filth or 
FLOOR OF SERVICE LATRINES AND SERVICE 

refuse , or , provide any additional drains , privies , latrines , 
URINALS : 

urinals , cesspools or other receptacles as aforesaid which 

Whould in its opinion be provided for the building or land 
106 . The floor and next of very wervice intrine or ser 

in such manner and of such pattern as the committee may 
vive urinal shall be of stone -ware or of masonry or con 

direct. 
( rete plastered with cement mortor 1 : 3 or of impery - ( 2 ) The Committee may, by notice, require any per 
jous tiles pointed with cement, and shall be in every part 

Hon ( inploying more than twenty workmen or labourers 
at a height of at least 6 inch above the level of the sur 

to provide such latrines and urinals as it may think fit 
face of the ground adjoining the service latrine or her 
vive urinal aur shall alope to the Irain in such it way that 

and to cause the saine to he kept in proper order and to 

be daily cleaned. 
liquids will flow off quickly . 

( 3 ) The committee mav, by notico , require the owner 
SEATS OF SERVICE LATRINES AND OF SER or occupier of any building or land to have any privy , 
VICE URINALS : -- 

latrine or urinal provided for the same shut out by a 
107 . Every service latrine or mervice urinal shall be sufficient roof and wall or fence from the view of per 
10 constructed that whan the outer door thereof is sons passing hy or dwelling in the neighbourhood , or to 
open , the seats shall not be visible from a road or other remove or alter , as the ( ommittee may direct, any door 
public place. 

* * or trapdoor of a privy , latrine or urinal opening on to 
DRAINS IN SERVICE LATRINES & SERVICE 

any strent or drain . 
URINALS - 

(4 ) The committee may , and when required by the 
104 . Every service latrine and service urinal shall bo 

Local Government shall, provide latrines and urinals for 

w as shall be the use of the public . 
provided with a drain whiin shall be constructor of glaz 
el nipes or other impervionly material and shall connect grinals and 

later of gluz 126 . Repair and closing of drains, privio , latrines , 

cossw0078. - - ( 1 The committee may , by 
the floor of the Intrime or itrinal vitli u Municipal gewer , 
or iſ in the opinion of the Engineer this is not practi. 

notimed remmire the owner or ( eripier of any building or 

land to repair, alter or put in good order anv drain , 
cable with a properly designed soakage pit. 

privy , latrine, urinal, ceaspool or receptacle for any 
The distance of any soak pit should not be less than Alth or refuse , or to close any drain , privy , latrine, urinal 
25 ft. from any source of water supply ( other than a or cesspool belonging thereto . 
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ur in tute for the channel, og en ny such cable,om expe 


has ordered to"hor receptacle any drain, orior who may 


poole 
thithe 
horised 


Aver , 
long 
drait alth coperta 


( 2 ) The committee muy , by notice, require any per 

do all acts and things which may be necessary or expedient 
son who may construct any new drain , privy , latrine, 

for repairing or maintaining any such cable , wire, pipe , 
urinal, cesgpool or receptacle for filth or refuse without drain , sewer , or channel, as the case may be, in un effec 
its permission in writing or contrary to its directions or titetute for the purpose for which the same may be nised 
regulations, or to the provisions of this Act, or who may 

or intended to be used : 
construct, rebuild or open any drain , privy , latrine, Provided that no nice inore than is necesarily 
urinal, cesspool or receptacle for Alth or refuse which it caused by the proper execution of the work is created by 
has ordered to be demolished or stopped up or 110t to be illy such operation : und 
made , to demolish the drain , plivy , latrine, urinal, ces Provided , further , that reasouable compensution shall 
pool or receptacle , or to make such alteration therein as he paid to the owner or ( (*( uzpirr for any damage at the 
it may think fit. 

time sustained by him and directly occasioned by the 
127 . Unauthorised buildings over drains, etc . The carrying out of any such operations. 
committee may, by notice , require any person who with - 135 . Connection with more not to be made without 
out its permission in writing may newly erect or rebuild permission of committec. - ( 1 ) No person shall, without 
Any huilding over any sewer , drain , culvert, water coury : the permission of the committee , ut any time make, or 
or water pipe vested in the committhe to pull down or cause to be made, any connection or cominunication with 
otherwise deal with the same as it may think fit. 

any cable, wire , pipe , forrude , drain , Bewer or channel 
128 . Removal of latrines , etc., nour ann source of water 

constructed or maintained by 13 / vented in the committee , 
supply . - ( 1 ) The committee may , by notice , require any 

for the purpose whatnoevor . 
owner or occupier or whose land uny drain , priry . 

( 2 ) Any person acting in contravention of the torms 
latrine, urinal, ceespool or other receptacle for filth or of sub section ( 1 ) shall be punishable with a fine not 
refrise for the time being exists within fifty fect of any Xceeding fifty ruperen 
spring, well, tank , resorvoir or other source from which 136 . Connection may be made ur required by the Com 
water is or may be derived for public use , to remove or mittee in the case of seweraye . . The Committee may , at 
close the game within one week from the service of such on tinio , establish any connertion or communication 
notice . 

from any water -main , drain or suwer to any premises, or 
( 2 ) Whoever, without the permission of the committoe, 

may by notico require the owner of any such premises, to 

establish any such connection or communication , in such 
makes or keeps for a longer time than one week after 

manner and within yurh time as the committee, by notice 
notice under this section any drain . drivy , latrine, urinal . 

ju that behalf, may prescribe , x1 the cost of such owner 
cesspool or other receptacle for filth or refuse within 

or occupier . 
fiftyr feet of any spring , well , tank , reservoir or other 
source from which water is or may be derived for public 

140 . Troughs d pipes for ruin watcr . - - ( 1 ) The Com 
u « e, shall be punishable with fine wluich may extend to 

mittee may , hy notiem , rrquire the other of any build 

ing or land in any street to put up and keep in good 
fifty rupees ; and , when a notice has been issued , with a 
further inę not exceeding five rupees for each day during 

condition proper troughn und pipes for receiving and 
which thr offence is continued after the lapse of the 

carrying water and gullage from the building or land 
period allowed for removal. 

and for discharging the - II MO As uot to inconvenience 

persons passing along the street . 
129 . Discharging sewerage. - Whoever , without the 

( 2 ) For the purpose of efficiently draining uny build 
permission of the committee , caizses or knowingly or 

ing or Jand the committee may by notira in writing : 
negligently allows the contents of any sink , sewer or 

(21 ) require any courtyard , alley or passage between 
Ceas -pool, or any other offensive matter to flow , drain or 

two or more buildings to be paved by the owner 
be put upon any street or public place , or into any irri 

or part owner of such buildings with such 
gation channel or any gewer or drain not set apart for 

materials and in such manner as may be approv 
the purpose , shall be punishable with fine which may ex 
tend to twenty rupees . 

er hy the committee , and 

( b ) require such paving to be kept in proper repair . 
130 . Making or altering drains without authority . -- 
Whoever , without the permission of the committee , makes 

Form No. 51 
or causes to be made, or alters or causes to be altered , 

FORM A . 
any drain leading into any of the sewers or drains vest 
ed in the committee shall he punishable with fine which 

( To be submitted in duplicate ) . 
may extend to fifty rupees . 

Application for Drainage of Premises. 
131. Power to require removal of nuisance arising 
from tanks and the like. The Committee max . by notice, To 
require the owner or occupier of any land or building to THE SECRETARY, 
cleanse, repair , cover , fill up or drain off any private 

NEW DELHI MUNICIPAI, COMMITTEE , 
well, tank , reservoir , pool, depression or excavation 

NEW DELHI. 
therein which may appear to the committee to be in 

Sir , 
jurious to health or offensive to the neighbourhood 

I/We the undersigned hereby apply for permission to 
Provider that if for the purpose of effecting any drain 

drain the premises known as . . . . . . . . 
age under this section it should be lessary to acquire 
ant land not belonging to the same owner or to par coni 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . 
pensation to any person , the committro vh : 17 provirtan ych 

Street . . . 
land or pay such compensation . 

. . . . . . . House tax Assessment 
No. . . . . . . . . . . . . 

. . . . . . . . . . . . . . . . . . . . . . . . . . 
132 . Power of committee to lar or corny wires, pipes . 

The sanitary arrangement and drains of the said pre 
(Trains or guers through private land , subject to pamant 

Frises are shown on the accompanying plans and sections 
of compensation for damage sustained . provided that no 

in quadruplicate and are described in the appended de 
nuisance is created . The Committee muy carry ally cable , 

tails (submitteil in quadruplicate ) and the premises are 
wire , pipe , drain , sewer or channel ofmy kind , for the pur 

open to inspection by the officers of the Committee , . 
pose of establishing telephonic or other similar communi. " 
cation or of carrying out and establishing or maintaining t/We undertake to carry out the work in accordance 
any system of lighting , drainagr Or St Weroyo, through . with the provisions of the drainage bye-laws and to pay 
across , under or over any road , street or pilone laid out to the Committeo the cost of the connection to the Com 
as or intonded for road or atraet . ind . after riving mittee s sewer at the rate riven in the Committee s sche 
renconable notice in writing to the owner or occupier, in - dule of fees . 
to , through , across , under , over or in the side of any 

Date 
land or huilding whatsoever situate withiu the limits of 

Signature of applicant and full name. 
the municipality , and for the purpose of the introduction , 

Address 
distribution of outfall of wator or for the removal or out 
fall of sewage without such limits , and may at all times. Name of Plumber carrying out the work , 
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Floor fall towards door. 
FORM B . 

Size of window made to open , 
( To be submitted in quadruplicate ) . 

Position of same. 
ANNEXURE TO FORM A . 

Meang of constant ventilation . 
DETAILED DESCRIPTION OF WORK AND SPECIFICATION OF 

Position of same. 
MATERIAL . 

( b ) Water closet apparatus : 
( To be filled in by applicant or person depositing plans ) . 
N . B .- Only new or altered work to be described in the 

Description of pan , basin etc., 
following particulars : 

r Kind 
Copies of bye- laws relating to drainage work may be Flushing cistern { 
obtained at the Committee s Office on payment. 

1 Capacity . 
1 . Separation of rain -water and foul-water , 

Material of Aushing pipe. 
2. Rain -water drains, curbs and point of discharge. 

Internal diameter . 
3 . Rain -water gutters, pipes or spouts where discharg 

Union with basin . 
ing . 
4 . Open foul-water drains , materials, sizes , carbs 15 . ( a ) Number and description of Sanitary fittings 
and other means taken to exclude silt and rain 

in room and rooms in which they are to be 
water. Number of washing places , verandahs , 

installed . 
latrines and fitting discharging into such drains . 

(b ) Capacity and position of water storage tanks . 
5 . Silt-catcher and grating , size and position . 

( c ) Size and number of draw off taps and whether 
6 . Drains. 

taken off storage lauks or direct from main 
fall 

supply . 
(a ) Main sewage Drains 5 size 

(d ) Details of draw off taps , i.e ., whether they 

size 
( b ) Branch Drains 

are of plain screw down pattern or “ waste 
fall 

not " . 
( c ) Materials 

Description of any other wanitary work to 
( 1 ) Method of jointing. 

be carried out 110t included under above 
7. Bedding of pipes : 

headings , 
( a ) Method of hedding . 

16 . Depth of sewer below surface of street . ) 
(b ) Thickness and width of beds of concrete . 

17. Level of invert of house drain at point of junc 
( c ) Thickness of concrete round pipes . 

tion with sewer . 
8 . Protection of drain laid under wall. 

Level of invert sewer at point of junction of 
9. Traps, description of Intercepter : 

house drain . 

Distance of nearest manhole on sewer from the 
Lavatory waste pipes . 

point at which the drain leaves the premises . 
Bath waste pipes . 

SCHEDULE OF PIPES . 
Sink , 

- - - 
Gullytraps. 

Method of 
Water- closet traps. 

Materials . Diameter. Welght. | Joining , 
Grease traps . 
Slop sink . 
Urinal. 

Sub - soil drains 

Main sewage draina 
Others , 

Branob nowage draink 

Soil pipoe 
10 . Manholes and inspection chambers - 

. . 

Vontilating pipes other 
Thickness of walls . 

than soil pipes 

Waste pipus . 
Description of bricks , 

Rain -water pipes 
Description of rendering . 

Anti-syphon plores 
Description of invert channels. 
Depth of chambers . 

194 . 

( Signed ). 
Size and description of cover and manner of 
fixing . 

Form No. 53 . 
11 , Ventilation of drain : 

FORM C . 
( a ) Fresh inlet . 

( To be submitted in duplicate . ) 
Position , 
Height above nearest ground level. 

DRAINAGE OF PREMISES . 
( b ) Outlet shaft position of terminal at top. 
12 . Soil pipe, waste pipe and ventilating pipe con - 

To 

* 
nections : 

The Engineer 
( a ) Lead and Tron pipes . 

Committee. 
(b ) Lead pipe of trap with cast iron pipe. 

Through 
(c ) Stoneware pipo or trap with load pipe . 
( a ) Lead Soil pipe or trap with stoneware pipe 

The Secretary , 
or trap, 

New Delhi Municipal Committee, 
( e ) Cast iron pipe with stoneware drain , 

NEW DELOI. 
( f ) Stoneware trap with cast iron soil pipe. 
13. Ventilation of water closot trap sink , lavatory 
and other traps . Material and supports . 

I/We the undersigned hereby give you notice of mylour 
14 . Water closets (Apartments ) : 

intention to cover up the drainage works on 
(a ) At or above ground level 

day * at 

time in the premises known ast 
Approached from , 

and request 
Floor material, 

inspection and approval of the same. 


Thy 


SIR , 
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No . 


The work was sanctioned by the Committee vide their 
resolution No . 

Dated 
A sum of Rs. 51- being inspection fee has been paid vide 
C . R . No , 

Dated 
Dated this 

day of 
Signation of person incharge ? 

of the drainage of premaipon s 
Address 
Name of the owner of the 

house and address . 
No . 

Dated . . . . . . . . . . . . . . . 194 . 
Transmitted to the Superintending Engineer, Health 
Services, New Delhi, for ſ avour of disposal. 

Secretary, 

New Delhi Municipal Committee . 
Certified that the work has been inspected and approved . 


Signature of person incharge 2 

of the drainage of premises 
Address 
Name of the owner of the ? 
house and address , 

Dated . . . . . . . . . . . . . . 194 . 
Transmitted to the Swerintending Engineer IIealth 
Services , Now Delhi, for favour of disposal , 

Secretary , 

New Delhi Municipal Committee . 
Certified that the above works havo heen insported and 
approved . 

Engineer, 

Committee . 
Dated 
* Insert the number of the house and name of tho street. 

This notice should reach Committee s office seven clear 
days before this date . 


Engineer, 

Committee . 


Dated 


SCHEDULE 
TABLE No. 1 -CAST IRON DRAIN PIPES . 


* This notice must reach the Committee s office seven 
clear days before the work is iutended to be covered up . 

Insert the number or name of the house and the name of 
the street or road . 


Internal 
diamoter . 


Intemal 

depth 
of foukat not 

less than 


Caulking 
space not 
less than 


Thicknche of Weight of pipes 
I metal for (including socket 
| pipeg , traps l and beaded 

and Attings spigot or Flangos ) 
not long than not less than . 


Inches 


Inches 


Inchus , 


Form No. 63A . 
FORM D . 
( To be submitted in duplicate .) 


Inches 

• 30 


5 / 16 


- 38 


DRAINAGE OF PREMISES . 


5 /10 


To 


3 / 8 


Incher . 
60 lbs, por 6 ft . 

length . 
129 IUN , per oft. 

Jongth . 
171 Iba, por 9 ft. 

length . 
222 lbs. per 9 ft . 

length . 
270 lbh, per 9 ft . 

length . 
394 Iha . por 9 ft , 

length . 
403 lba , por 9 ft . 

length . 
468 lbs . per A ft . 
| length . 


. 


ttee . 


. 49 


TABLE NO . 2 -STONEWARE DRAIN PIPES. 


The Engineer 

Committee . 
Through 
The Secretary , 
New Delhi Municipal Committee, 

NEW DELHI . 
Sir , 

J We the undersigned hereby give you notice that the 
drainage works in the premises known as * 

will be completed 
entirely and ready for your final inspection on the 
dayt at 

hour of 
and request inspection and approval of the same. 

The work was sanctioned by the New Delhi Municipal 
Committee vide their resolution No. dated 

A sum of Rs . 31- being inspection foe has been paid vide 
C . R . No . 

Dated 
Dated this 

day of 


Internal 
diametor , 


Internal depth 
of socket not 

loge than . 


Joining SpACO 
not lcge than . 


Thicknens of 
pipes , traps and 

fittings not 
less than . 


19 


- 


- 


Inchar . 


- 
Inches . 


CICacci 


Inches. 
5 / 16 

2 /8 
7 / 10 
7 /16 
7 /16 


Inches 
7 / 10 

1 / 2 
9 / 16 

5 /8 
11 / 16 
11 / 18 


1 / 2 


1 /2 


TABLE NO . 3 -SOIL PIPES , WASTE PIPES AND VENTILATING PIPES , 


LEAD 


COPPER 


CAST TRON 


WROUGHT TRON 


Internal 
diameter 


Wolght per 

yard not 
loss than 


Weight per 
Yard not 
TANA than 


Internal 
depth of 
Bookot 
not long 
than 


Caulking 
BPAoo not 
loss than 


Thickness 
of metal 
for pipes 
Attings 
not legg 


- - - - 
Weight of 
pipes per 
6 foot 

longth - 1 
(including 
Booknt and 

headod 
spigot or 

fanged ) 
not loss than 


Thiokneas 
of metal 

for W . I , 
pipey and 
W . J . C . I . 

or M . I , 
Traps & 

fittings 
not loss 
than . 


Weight of 
Pipes per 

yard 
( not including 

goukota or 
flangen ) not 
long than . 


thad , 


Inches . 


Lhg . 


Lhs 


Tnches . 


Inchos 


Inches . 


Lhe. 


Inches . 


Lbs . 


21 


10 . 0 
16 . 0 
10 . 8 
22 . 8 


4 . 17 
7 . 11 
9 - 33 
11 . 86 


3 / 10 
3 / 16 


0 . 192 
9 . 212 
0 . 212 
0 . 218 


12. 51 
20 . 82 
23 . 97 
27 . 18 


3 / 16 
8 / 16 
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APPENDIX I 

under -take the execution of sanitary and water supply 
works, 

7 . (i) No license shall be isgued for a period of 
Revised rules for the grant of licenses to Plumber under 

more than one year or less than one month , but subject 
the Bye -Laws relating to Drainage and Filtered 

to these limitations , licenses shall be insued for such 
Water Supply in New Delhi. 

perinde as the applicants may desire , provided that in 
happroved by the New Delhi Municipal Committee ride 110 case shall a license be issued which will be valid 

Resolution No. 31 dlated the 11th March , 1911). beyond the 31st day of March next following the date 

1 . These rules have been framed by the New Delhi OT issue. 
Municipal ( ommittee for the grant of licenses to plum ( ii ) Every such license shall be in form L . 3 attach 
bers under the byelaws relating to drainage and filtered ed and shall be granted subject to the conditions 
water - pply in force in New Delhi. 

printed on the reverse of the license form , 
2. In these rules, the following terms shall have ( iii ) A license may, at any time, after due notice 
the meanings hereafter assigned to them : 

has been given to the liçensce , be cancelled for a breach 
( a ) “ Bye-Laws " , shall mean the drainage and 

of any condition on which it was granted . In the 

event of such cancellation the licensee shall not be 
the filtered water supply bye- laws in force 
for the time being and will include all rules 

entitled to any refund of any portion of the license 
and regulations frained thereunder , 

fee . 
(b ) " Committee " , shall mean the New Delhi 

(iv ) A license is not transferable - On the licensee 

ccasing to work as a licensed plumber for any reason , 
Municipal Committee . 

other than that his license has been cancelled for 4 
( c ) " Secretary " , shull mean the officer acting for breach of the conditions of the license , he sllall sur 

the time being as secretary of the ( om - render his license for cancellation and the Committee 
mittee . 

shall refund to the licensee Auch portion of the license 
( d ) “ Superintending Engineer , Ilealth Services , ” fee as may be deemed to cover the unexpired period 

shall mean the person appointed to hold the of the license . 
post of superintending engineer health ser (v ) No license shall be re-issued when its terms has 
vices , or such subordinate officer as he may expired or be endorsed for a continuance of the term . 
depute to act for him , 

On the expiry of the period for which the license was 
( C ) “ Plumber " , shall mean a firm or individual granted the licensee shall, if he still requires a License , 

who can undertake execution of sanitary and surrender his old license and apply for a new license . 
filtered water supply works. 

8. Every licensed plumber shall be bound by the 
(f ) “ Liceuse ” , shall mean a license granted by following conditions ; 

the committee to a plumber for sanitary and (a ) The plumber in all matters in which he may 
filtered water supply works . 

be employed , shall afford every assistance in 
( g ) " Licensed Plumber , shall mean a plumber 

his power to the committee and their officers 
who is granted a license by the committee 

in carrying out and enforcing the rules and 
to exocute works relating to drainage and 

orders for the time being in force. 
filtered water supply . 

( b ) The plumber shall in every work in which he 
3 . Every plumber , other than a (July authorised 

may be employed , as far as his employment 
officer of the committee and government, shall obtain 

extends , comply with the rules in forco at 
a license from the committee before carrying out works 

the time and are applicable to the circum 
connected with the drainage and the fitered water 

stances of the casc and such Orders as may 
supply of any premises . 

be issued by the superintending engineer , 
4 . An application for the grant of a liçcuise shall 

health services, 
be submitted to the Secretary in the form attached 10 9 . The Committee, in addition to any other penalty 
these rules. When such application has been sanction that may be provided for in these rules and under the 
ech, the uplicant shall be called upon to pay the pres - bye-laws, may impose a penalty of Rs. 50 - on the 
cribed fee and deposit the security prescribed in Rule licensed plumber for any and overy breach of the bye . 
5 and on receipt of the amount of the fee and the laws. Such penalty shall be recoverable from the secu . 
security , and not otherwise, a license shall be issued in rity deposit of the licensed plumber if not paid other . 
the prescribed form . Provided that if an applicant fails wise. 
to pay the prescribed fee and deposit the necessary secu 
rity within one month from the date on which intima- To 
tion is sent to him that his application has been sanc 
tioned , no license shall be issued to him except in 

The Secretary , 
pursuance of a fresh application and his original appli 

New Delhi Municipal Committee, 
cation shall be deemed to have been refused . 

NEW DELHI. 
When an applcation for a license is refused , the 

Application for grant of plumber s lioenge. 
reasons for such refusal shall be communicated to the 
applicant . 

Dear Sir , 
5 . A license fee at the following rates shall be paid 

I hereby apply for a license to work as a plumber 
for each license , and in addition every plumber shall 

shall 

in New Delhi during the period from . . 

in New Delhi during the period from . . . . . . . . . . . . . . . . 
deposit a security of Rs. 2001- with the Secretary for to 3181 March 19 . 
the due performance of his obligations to the Commi. I have read the rules for the grant of plumber s 
ttee under the drainage and Altered water supply bye- license and am fully conversant with all the provisions 
laws. 

and directions embodied in the filtered water supply 
(i) Annual License fee. 

Rs. 20 

and drainage byelaws of the committee and the rules 

and regulations framed thereunder . 
( ii ) Six months and above. 

Rs. 2 - p.m . 
(iii ) Below six months. 

Rs. 5 /- p. m . 

3 . I hereby accept without reserve each and all the 

terms and conditions applicable to the grant of this 
6 . Licensos will be granted to firms or individuals license as laid down in the rules and further I bind my 
of sufficient standing , who employ experienced plumb. self to abide by all the provisions of the filtered water 
ing mistries, and who are considered by the superin supply and drainage byelaws and rules and regulations 
tending engineer, health services, as competent to framed thereunder. 


ru , ine upplicant shall be called upon to nem sanctione 
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4 . I undertake to carry out and obey , at all times , as soon as I an informed that the grant of a license to 
all the orders and instructions given to me by the me has been approved , 
municipal committee or its officers in the discharge of 

9. I give below the full particulars required . 
my obligations and responsibilities under this license , 
anil I hereby agree to pay to the municipal committee 

Yours faithfully , 
any sum of money that may become due to the com - Date . . . . 
inittee on account of any default on my part. In case Name of Apulicavt in full . . ... ... . . . ....... 
of muy failure to pay I fully authorise the municipal 
committee to recover such sum of inoney from my secila 

Father s Name. . . . . . . . 
rity sleposit 

Designation . . . . . . . . . . . 
5 . I undertake to romit rupee . . . 
in payment of - 

Caste . . . . . . . 
( 1) License fee for period from . . . . . .. .. 

Trade . . . . . . .more 
to . . . . . . . . . . . . 

Rs. 
(2) security deposit. 

Address , . . . . . 
Rs. 2001 


- - - 


- 


- - 


- 


- 


Book No. 1 Form No. L 3 Book No. 1 

Not Transferrable. 
COUNTERFOIL FOR LICENSE 

LICENSE 
MUNICIPALITY . 

MUNICIPALITY , 
Dated . ... . . . . . . . ... 194 . 

Dated . . . .. . . . .. . . 194 . 
Name of Livonko 

Whereas . . . . . . . 
Father s Nume. . .. . . 

has paid to the Munioipal Committee Rs. . . . . . . . . . 

he lo permitted to 
Adlons . . . 

within the Municipality of New Dolhi. 
Casto .. . . . . . . . . . . . 

from let . . . . . . . . 

. . . . . . . . . . . . . . to . . . . . . . . . . . . . . . . . . . . . 
Trade .. . . . . . .. . . 
Purpose of Lidonge . . . 

DESCRIPTION OF LICENSEE . 
Date of License . . . , 

Name. 

Fathor s Name Caste . Trade . | Address . Remarks. 
Period of Lioenso . . . . . . . . 
Amount Paid . . . . . . . 


Progressivo Total 


Re. 


Signuture of Licensing Officer . 
Note 

This Lloedno is subject to the conditiona proporlbed in the Rules framod by tho Committee 

for the grant of llounges to Plurnberg under tho bye -laws relating to Drainage and to the Filtered 
Signature of Licensing Ofioer. Water Supply in Now Delhi. The conditions aro yiven in brief on the reverse 


CONDITIONS . 
1. This license may , at any time after due notice 
has been given to the licensee , be cancelled for a breach 
of any condition on which it was granted . In the event 
oť much cancellation the licensee shall not be entitled to 
any refund of any portion of the license fee . 

2 . This license is not transferable. On the licensee 
ceasing to work as a licensed Plumber for any reason 
other than that his license has been cancelled for a 
breach of the conditions of the licenso , ( he shall sur 
rendor this license for cancellation and the Committee 
shall refund such portion of the license fee as may be 
deemed to cover tho un -expired period of the license ). 

3 . On the expiry of the period for which this License 
was granted the licensee shall, if he still requires a 


license , surrender this license and apply for u new 
license. 

4 . A Plumber , in all matters in which he may be 
employel, sball afford cvery assistance in his power to 
the committee and its officers in carryiug out and en 
forcing the rules and orders for the time being in force. 

5 . A Plumber shall, in every work in which he may 
be employed, as for as his cmployment extends, comply 
with the rules in force at the time and such orders as 
may be issued by the Superintending Engineer, Health 
Sorvices, and are applicable to the circumstances of the 
case , 

By order, 

P . H . B . WILKINS, 
Secretary ( Local Self Government) 

to the Chiof Commissioner , Delhi , 


Delhi, the 8th November 1948 
No. F . 1 ( 12 ) 48 -HPW .-- In pursuance of the provisions 
of sections 6 and 9 of the Indian Christian Mrariage Act , 
1872, the Chief Commissioner of Delhi is pleased hereby 
to grant a license to the Revd . R . C . Cowling, being an 
ordained minister of the Baptist Mission , to golemnize 
marriages within the Province of Delhi and to grant certi. 
ficates of marriage . 

By order , 

P . H . B . WILKINS , 
Secretary ( Local Self Government ) 

to the Chief Commissioner, Delhi. 


n the phe Baptiste o com pleasedate Act, 


Delhi, the 8th November 1948 
No. 7 . 3 ( 1 ) (48- I-RAJ. The following is published for 
information : 

EAST PUNJAB HIGH COURT AT SIMLA 
No, 160- E |XXI- C .6, dated the 14th October , 1948 

In exercise of the powers conferred by Section 39 ( 3 ) of 
the Punjab Courts Acts, 1918 , as amended by Act IX of 
1922 and extended to the Delhi Province by Government 
of India Notification No. 683, dated the 13th August 
1918 , the Honourable the Chief Justice and Judges of the 
High Court of Judicature of the East Punjab , Simla , are 
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pleased to direct that within the limits of the Delhi Pro - 5th September 1948, on the expiry of which ho assumed 
vince and with effect from the date of this Notification charge of his duties with effect from the 20th September 
appeals lying to the District Court from decrees or orders 1948 . 
passed by any Sub-ordinate Judge 
( a ) in a small cause of a value pot exceeding 

By order, 
Rs . 1,000 . 

I. D . MATHUR , 
( b ) in a land suit of a value not exceeding Re . 250 

Secretary ( Rationing & Civil Supplies ) 
and 

to the Chief Commissioner , Delhi 
(c ) in an unclassed suit of a value not exceeding 

Rs. 500 . 
shall be preferred to Ch . Chhaju Rum , Şub -ordinate 

Delhi, the 8th November 1948 
Judge of the first class cxercising jurisdiction within No. F . 16 ( 69 ) 48 .0 . 8 .- -- Mr, G . D . Chowdhry , junior 
each Province. 

Grade Rationing Officer in the Delhi Rationing Organis 
2 . It is further directed that the Court of such Sub - ation , was granted earned leave for 15 days with effect 
ordinate Judge of the first class at Delhi shall be deemed from the 17th September 1948 with permission to suffix 
to be a District Court for the purpose of all such appeals the 2nd October 1948, at the expiry of which he resumed 
preferred to it. 

charge of his duties with effect from the 3rd October 

1948 . 
By order of the Chief Justice & Judges, 
RANJIT RAI, 

By order, 
Registrar 

I. D . MATHUR , 
By order, 

Secretary ( Rationing & Civil Supplies ) 

to the Chief Commissioner , Doka. 
N . M . PATNAIK , 

Home Secretary 
to the Chief Commissioner, Delhi. 

Delhi, the 9th November 1948 
No , F . 1 (53 ) |47-L8G (I) . - In exercise of the powers con 

ferred by clause (a ) of sub -section ( I ) of Section 27 of 
Delhi, the 8th November 1948 

the Punjab Land Revenue Act 1887, the Chief Commik 
No. F 8 ( 1 )|48 -II-R & J. - The following is published for pioner is pleased to confer on Shree S . N . Sapru , Chair 
information : 

man , Delhi Improvement Trust , all the powers of a Collec . 
EAST PUNJAB HIGH COURT AT SIMLA 

tor under the said Act. 
No. 162- E (VI-J.203 , dated the 10th January, 1948 

2 . The Delhi Administration s Notification No. F . 1 ( 53 ) 

47 - LSG ( I ) , dated the 21st August , 1948 conferring powers 
Powers. In exercise of the powers conferred by Sec- of a collector under the paid act on Shree N . G . Dewan , 
tions 26 and 27 of the Punjab Courts Act , 1918 , as amend . I . S . E ., Bhall cease to bave effect from the date of this 
ed by , Act IX of 1922 , and extended to the Delhi Province Notification . 
by Government of India Notification No . 683, dated the 
18th August, 1918 , the Ilonourable the Chief Justice and 

By order , 
Judges of the High Court of Judicature for the province 

P . II, B . WILKINS . .. 
of the East Punjab at Simla are pleased to confer upon 
Shri Chandra Gupta Suri, Registrar , Small Cause Court 

Secretary ( Loral Self Governmont) "? 
at Dolbi, the powers of a Sub -ordinta , Judge of the Arst 

to the Chiof Commissionør , Delhi 
ela88 , with respect to cases generally to be exercised with 
in the limits of the Civil District of Delhi with effect from 
the date of this Notification . 

Delhi, the 9th November 1948 
By order of the Chief Justice and Judges 

No. P . 1 ( 53 ) 47 - L8G ( II) . - In exercise of the power 
RANJIT RAI, conferred by section 14 - A of the United Provinces Lend 
Registrar , Revenue Act 1901, as extended to the Province of Delhi, 

the Chief Commissioner is pleased to appoint Shree 8 , N . 
By order, 

Sapru , Chairman , Delhi Improvement Trust, to be an 
N . M . PATNAIK , Additional Collector in the Delhi District. 

Home Secretary 2 . The Delhi Administration s Notification No. F . 1 
to the Chiof Corrmissioner, Delhá. 

( 53 ) |47-LSG ( II ) , dated the 21st August, 1948 appointing 
the Superintending Engineer , Delhi Province, to be an 

additional Collector shall cease to have effect from the 
Delhi, the 8th November 1948 

date of this Notification . 
No. F . 11 (67) |48 - 1.8G . - In exercise of the powers con 

By order, 
ferred by section 71 of the Punjab Municipal Act 1911 , 
A9 extended to the Delhi Province , the Chief Commissioner 

P . H . B . WILKINS, 
of Delhi is pleased to exempt all supplies and equipment 
imported by the Chargo D Affaires of Italy in India and 

Secretary ( Local Self Governmonty 
his staff for their official use from the payment of any 

to the Chief Commissioner, Dolak 
terminal tax imposed by any Municipal Committee or Noti 
Qed Arca Committee in the Delhi Province. 

Delhi, the 9th November 1948 
By order, 

No. F . 8 ( 92 ) 48 L8G . . The following amendment made 
P . H . B . WILKINS, by the New Delhi Municipal Committee in their byelaw # 
Secretary ( Local Self Government) relating to the Control of traffic in New Delhi framed 
to the Chief Commissioner , Delhi. 

under the provision of section 188 ( p ) and 1994 of the 
Punjab Municipal Act , 1911 as extended to the Province 

of Delhi and published in this administration notifica 
Delhi, the 8th November 1948 

tion No . 1189-Education dated the 15th February 1927 
No. F . 16 (67) 48 - 0 . 8 . Mr. P . R . Nanda, Junior Grade 

as gubsequently amended is confirmed by the Chief Com 

missioner and is hereby published for general informa 
Rationing Officer in the Delhi Rationing Organisation tion . The amendment will come into force after ex . 
was granted earned leave or 15 days with effect rom the weeks from the date of this notification . 


Revented by *)/47-L& C 
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Amendment 

Dated Delhi, the 12th November , 1948 . 
In byc aw No. 14 - A substitute the full stop at the end No . F . I ( 117 ) 48 -LSG ( I ) . - Shree S . N . Sapru assumed 
by a comnia and add the following : 

charge of the office of Chairman , Delhi Improveins at 
" und inust have a red reflector ( ruby light ) on the 

Trust on tho foienoon of 23rd October 1948 
back or have its rear mud -guard painted whito 

relieving 
at least 6 in . from its tail end . " 

Shree N . G . Dewan , I . S . E . , of this additional charge . 
By order, 

By order, 
P . II, B , WILKINS, 

P . H . B . WILKINS , 
Secrctary ( Loral Self Government) 
to the Chiof Commissioner, Delhi. 

Secrctary ( Local- Sclf Government) lo 

the Chief Commissioner , Deine 
Delhi, the 9th November 1918 
Wo F 9192 ) 48-R8J . The following is published for IN THE COURT OF THE DISTRICT JUDGE AT DELHI 
pleurod to appoint all the members of his Advisory Coun 

Liquidation Case No. 11 of 1948 . 
cil on " Ex officio visitors " to the Delhi District Jail. The 

In the matter of Krishan Life Assurance Company 
prosent members are ... 
1 , L . Deshbandhu Gupta . 

Limited , Cannaught Place, New Delhi , 
2 . Dr. Tud vir Singh . 
3 . Mr. Hilal Ahmad Zuberi. 

Petition filed by the Super ntendent of In & urance (Mi 
4 . Dr. Zakir Hussain , 

nistery of Commerce, Government of India ) Kennedy 
5 . Dr, Khub Ram Jajoria . 

Cottage, Simla , under section 53 of the Indian Compania 
6 , , P . S . Ranjit Singh . 
17 . Mr. ( . Krishna Nair . 

Act for the winding up of the Co . 
By order, 

Notice is hereby given , that a petition for the winding 
N . M . PATNAIK , 

up of the above named Company by the Superintendent 
Home Secretary 

of Insurance was , on the 1st day of October 1948 , presented 
hi to the Court of the District Judge , Delhí by the said Su . 

Porintendent of Insurance , 
Delhi, the 10th November 1948 

And that it has been directed that the caid petit on sha ]] 
No. F . 3 (02 ) 48 - 1 & J. - The following is published for 

be heard belore the said Court on the 26th day of Novem 
general information 

ber 1948 ; and any creditor or contributory of the said 
KAST PUNJAB IIIGI COU RT AT SIMLA 

Company desirous to oppose the ingking of an order for 
No. 158 -Genl/ X1. 1 . 18 , dated Simla , the 7th October, 

the winding- up of the sa d Company under the above Act, 
1948 

should appear at the time of hearing, by himself or his 
In accordance with the provisions of Soction 23 of the advocate , attorney , or pleader for that purpose , and a 
General Clauses Act ( X of 1897 ) the following draft copy of the petition will be furnished to any creditor or 
ameziments to the rules in the First Schedule to the contributory of the said Company requiring the came on 
Code of Civil Procedure ( Act V of 1908 ) which the IIigli 

upplication to the said Court on payment of the charges 
Court of Judicature for the Province of East Punjab 
proposes to make under section 122 of that Code , are pub 

b . for the game. 
lished for the information of all persons likely to be Given under my hand and the seal of the Court this 6th 
affected thereby . Ally objections to the grid amendmente 

day of November 1948 . 
should be addressed in writing to the Registrar, High 
Court, Eart Punjab . Simla , so as to reach him before the 

ILLEGIBLE , 
15th November, 1948 when the draft amendments will be 

District Judge , Delhi . 
finally considered and passed . 
Order XLT ; rule 14 : 

IN THE COURT OF THE INSOLVENOY JUDGE , 
Add the following as Sub -rules ( 4 ) and (5 ) : 

AJMER -MERWARA , AJMER 
(4 ) There the respondent or any of the respon 

Insolvency Case No. 7 of 1948 
dents has migrated to Pakistan and he cannot 
be served in the ordinary wry , if the appeal has 

Lilaram son of Bherumal Sindhi E ndu of Panigram 
arison out of a suit to obtain relief, rrspecting 
Of compensation for wrong to imnouable pro 

mmorable pro Jo Chowk , Ajmer - - Applicant . 
perty . the notice shall be served on the Custod 

Versus 
ion of Ecucuces Property , East Punjab or 

Bevaram son of Bassarmal Sindhi Hindu , Shop -Keeper, 
Delhi as the case may be. In all other roses , 
the motice shall be served on such ustoliin residing in Khari Khuhi, Ajmer . - Opponent. 
and a cons of the notice shall be sent by re 

Whereas the above named Appl cant has filed an appli. 
pistered post , to the Sccretary General to the 
Pakistan Government , 

cation under Section 9 ( 1 ) & 13 ( 2 ) of Act No. 5 of 1920 

of the Provincial Insolvency Act . The said application 
(5 ) The provisions of sub-rule ( 4 ) shall mutatits 

mutandis apply to appellants who have migrat. will be heard on 7th October, 1948 at Ajmer . The credi. 
ed to Pakistan and who cannot be served in the turs are hereby informed that they either personally or 
ordinary way ." 

through an authorised agent should appear in this court 
RANJIT RAI, 

on the date fixed if they desire to oppose the application . 
Secretary , 

In default of appearance the application will be heard 
Rulo Committee & Rrgistrar, 

exparte . 
East Punjab High Court, 

Girer under my hand and the seal of the court this 1-1th 
Sinila 

day of September 1948 . 
By order , 

By order , 
N . M . PATNAIK , 
Home Secretary 

BIANWARLAL SHARRIA , 
to the Chief Commissioner, Delhi, 

Insolvency Clerk , Ajinor . 
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IN THE COURT OF THE INSOLVENOY JUDGE , 

AJMER -MERWARA , AJMER 


Miscellaneous Insolvency Case No. 11 of 1948 . 
Abdul Ghafoor of Chachiawas. - Insolvent, 

Versus 
Kana Blo Sheoji of village Chachiawas . 
Bhim Singh son of Kallu Singh , 
Prabhu son of Kedar , 
Gordhan son of Kedar . 
Bholu son of Moti. 
Society Bank , Chachiawas . 
Durga Pershad gon of Dilsukh of Ajmer . - Creditors. 


ORDER 
I have gone through the application of Bhim Singh Crew 
ditor and also the report of Official Receiver . As tho 
insolvent has not put in any discharge application and for 
reasons shown in Official Receiver s report . I direct that 
the adjudication order be annulled under Section 43 ( 1 ) 
Insolvency Act . 


ILLEGIBLE , 
Insolvency Judge, 
Ajmer-Merwara , Ajmor . 


期 PA 


